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CHAPTER 


Genera! Information 


Introduction 


The HP 9133/34D.H and L products (Figure 1-1) are random access data storage devices containing a 5 
1 /4-inch Winchester drive providing 15, 20 and 40 Mbytes of storage capacity respectively. The HP 9133 
also has a 3 1 /2-inch Flexible Disc Drive with a maximum storage capacity of 710 Kbytes. 

The HP 9133D,H and L products use the SUBSET 80 command set. 



Figure 1-1. HP 9133D,H and L Disc Memory. 


Part Number 5957-6560 
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General Information 


Specifications 

PKRFORM ANC'K CM ARACTKRISTIC’S 




15 Mbyte(D) 
Winchester 

20 Mbyte(H) 
Winchester 

Maximum Formatted Capacity: 

HP 150 

Bytes Per Unit 


14.8 MB 

20 0 MB 

Bytes per Sector 


256 

256 

Sectors per Track 


32 

32 

Senes 200 (BASIC and Pascal) 

Bytes Per Unit 


14 8 MB 

20 0 MB 

Bytes Per Sector 


256 

2C6 

Sectors per Track 


32 

32 

Series 200 (HPUX) 

Bytes Per Unit 


16 6 MB 

22 56 MB 

Bytes Per Sector 


1024 

1024 

Sectors per Track 


9 

9 

Tracks per Surface 

30*5 

303 

k/5 612 

Surfaces per Disc 

L 

2 

4 

Tracks per inch 

345" 

135 

580 

Recording Format 


MFM 

MFM 

Max Sustained 

Transfer Rate* 


145 KB/s 

140 KB/s 

Average Access Time 


85 ms 

85 ms 

Maximum Access Time 


205 ms 

205 ms 

Rotational Speed 


3600 rpm 

3600 rpm 


* Mainframe and interleave dependent. 
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PERFORMANCE CHARACTERISTICS (Continued) 


General Information 


Max mum Formatted Capacity: 

HP 156 

Bytes Per Unit 

Bytes per Sector 

Sectors per Track 

Series 20* (BASIC and Pascal) 

Bytes Per Unit 

Bytes Per Sector 

Sectors per Track 

Series 200 (HPUX) 

Bytes Per Unit 

Bytes Per Sector 

Sectors per Track 

Tracks per Surface 

Surfaces per Disc 

Tracks per inch 

Recording Format 

Max Sustained 
Transfer Rate* 

Average Access Time 

Maximum Access Time 


40 Mbyte(L) 
Winchester 

40 02 MB 

256 

32 

40.02 Mi 

256 

32 

45 02 MB 
1024 

9 

977 

5 

960 

MFM 

140 KB/s 
40 as 
80 ns 


Rotational Speed 3600 rpa 

* Mainframe and interleave dependent. 


Double-Sided 
3 1/2-inch 
Disc Drive 

710 Kbytes 

512 

9 

630 Kbytes 
256 
16 

630 Kbytes 
256 
16 
80 

2 

135 

MFM 

17 Kb/s 
497 ms 
1 742 s 
600 rpm 
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General Information 


ENVIRONMENTAL RANGES 

The following chart shows the acceptable environment for the HP 91 33 and IIP 9134 series products. 



40 

M4> 


50 

root 


60 JO 80 90 

055) C?1« 060 02 2) 


DO 

07 & 


HO 

HOI 


9133D.H.L 


Altitude 

Operating 


Non-Operating 


0 to 4572m 
(0 to 15000 ft) 

-304 to 1524m 
(-1000 to 50000 ft) 


PHYSICAL CHARACTERISTICS 


Size 


Height 


132 

mm 

(4 9 

in) 

Width 


325 

mm 

(12 8 

in) 

Depth 


285 

mm 

(112 

in) 

Weight 






Net 

(L) 

10.5 

kg 

(23 0 

lbs) 


(H) 

9 1 

kg 

(20 0 

lbs) 


(D) 

10.0 

kg 

(22 0 

lbs) 

Shipping 

(L) 

13 5 

kg 

(32 0 

lbs) 


(H) 

13 2 

kg 

(29 0 

lbs) 


(D) 

16.8 

kg 

(37 0 

lbs) 


POWER REQUIREMENTS 

Voltage 86-127VAC 

(selected by rear 195-253VAC 

panel switch) 


F requency 
Power 


48-66 Hz 
125W 




General lntorin.il ion 


Equipment Supplied 


The following equipment is supplied with each HP 91 33/34D,H and L product 


Description 

Quantity 

HP Part Number 

AC Power Cord 

I 

Dependent on location 

Operator's Manual 

1 

09133-90070 


| CAUTION | 

The HP 9133/34D,H and L arc precision instruments. 
Mechanical shock can misalign the READ/WRITE HEAD, 
resulting in READ ERRORS and/or DAMAGED DISCS 
whether the disc is operating or not. 

Cleaning the Case 


Refer to the operators manual supplied with the unit for complete instructions on cleaning procedures 


| CAUTION | 


Chemical spray-on cleaners used for appliances and other 
household and industrial applications may damage the case 
finish. Do lot use detergents that contain ammonia, benzenes, 
chlorides, or abrasives. 
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I | CHAPTER 

Installation 


Introduction 


The following is information which applies to the IIP 91 33/34DJI and F products. 

Controls and Indicators 



Figure 2-1. Front panel controls and indicators. 

Figure 2-1 above shows the controls and indicators available on the front pannel of the HP 91 33/34DJI 
and L. Figure 2-2 shows the location of switches which are used to configure the units. 
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Installation 



Figure 2 - 2 . HP 9133D,H and L rear panel. 


Configuration 

Volume Configuration (for series 200 systems only) 

The HP 91 33/34D,H and L hard discs can be divided into multiple volumes of different sizes. The follow¬ 
ing charts (Figures 2-3, 2-4 and 2-5), show the different selections available. The configuration setting 
refers to the setting of the configuration switch on the rear of the unit. See Figure 2-6 for internal unit 
configuration. 
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Config 

Number of 

Size of 

Volumes 


Setting 

Volumes 

256 bytes/sector 

1024 bytes/sector 

0 

One 

14.84 Mbyte/volume 

16.64 

Mbyte/volume 

1 

One 

14.84 Mbyte/volume 

16.64 

Mbyte/volume 

2 

Two 

7.37 Mbyte/volume 

8.23 

Kbyte/volume 

3 

Three 

4.91 Mbyte/volume 

5.47 

Mbyte/volume 

4 

Four 

3.64 Mbyte/volume 

4.03 

Mbyte/volume 

5 

One 

12.29 Mbyte/volume 

13.76 

Mbyte/volume 


One 

2.51 Mbyte/volume 

2.76 

Mbyte/volume 

6 

Six 

2.41 Mbyte/volume 

2.65 

Mbyte/volume 

7 

One 

9.83 Mbyte/volume 

11.00 

Mbyte/volume 


Two 

2.46 Mbyte/volume 

2.70 

Mbyte/volume 

8 

Eight 

1.77 Mbyte/volume 

1.93 

Mbyte/volume 

9 

One 

7.32 Mbyte/volume 

8.18 

Mbyte/volume 


Three 

2.46 Mbyte/volume 

2.70 

Mbyte/volume 


Figure 2-3. 

Volume configuration settings (9133/34 D). 

Config. 

Number of 

Size of 

Volumes 


Setting 

Volumes 

256 bytes/sector 

1024 bytes/sector 

0 

One 

19.92 Mbyte/volume 

22.33 Mbyte/volume 

1 

One 

19.92 Mbyte/volume 

22.33 Mbyte/volume 

2 

Two 

9.92 Mbyte/volume 

11.09 Mbyte/volume 

3 

Three 

6.61 Mbyte/volume 

7.37 Mbyte/volume 

4 

Four 

4.49 Mbyte/volume 

5.49 Mbyte/volume 

5 

Five 

3.93 Mbyte/volume 

4.34 Mbyte/volume 

6 

Six 

3.27 Mbyte/volume 

3.61 Mbyte/volume 

7 

Seven 

2.81 Mbyte/volume 

3.09 Mbyte/volume 

8 

Eight 

2.45 Mbyte/volume 

2.69 Mbyte/volume 

9 

One 

19.92 Mbyte/volume 

22.33 Mbyte/volume 


Figure 2-4. Volume configuration settings (9133/34 H). 



Installation 


Config. 
Setting 

Number 

Volumes 

of Size of Volumes 

256 bytes/sector 1024 bytes/sector 

0 

One 

39.85 Mbyte/volume 

44.74 Mbyte/volume 

1 

One 

39.85 Mbyte/volume 

44.74 Mbyte/volume 

2 

Two 

19.90 Mbyte/volume 

22.30 Mbyte/volume 

3 

Three 

13.23 Mbyte/volume 

14.79 Mbyte/volume 

4 

Four 

9-91 Mbyte/volume 

11.06 Mbyte/volume 

5 

Five 

7.90 Mbyte/volume 

8.80 Mbyte/volume 

6 

Six 

6.59 Mbyte/volume 

7.32 Mbyte/volume 

7 

Seven 

5.65 Mbyte/volume 

6.26 Mbyte/volume 

8 

Eight 

4.91 Mbyte/volume 

5.44 Mbyte/volume 

9 

drive 

split into two units. 

each of one volume 


One 

19 90 Mbyte/Volume 

22.30 Mbytes/Volume 


One 

19.90 Mbyte/Volume 

22.30 Mbytes/Volume 


Figure 2-5. Volume configuration settings (9133/34 L). 


NOTE 


For 91 33/34L, 40 Megabyte Drive: 



Configuration switch » 9 (2 units) 




Unit 0 

Unit 1 

Unit 2 

HP-IB 0-7 

hard disc 

hard disc 

flexible disc 

HP-IB 8.9 

flexible disc 

hard disc 

hard disc 
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Installation 


Unit Configuration 

The following figure shows the proper jumper settings for the type of hard disc used. 



Product S/N Prefix Rev JMP3—JMP6 Required Firm wore 


91330 2419A/2511A B EFCH Any 09133-8910X/-8920X j 

91330 2419A/2511A C EFCD 09133-89105/-89205 and obov« . i 

91330 2513A and obove B ABCH 09133—89105/—89205 ond above fit b - ST2Z.5 U>S<27> 

91330 2513A ond above C ABCD 09133-89105/-89205 and obove AS STQ-l 9 

91340 2425A B EPGH Any 09133-891OX/-8920X 

91340 2425A C EFGO 09133-89105/-89205 ond above 

91340 2514A and above B ABCH 09133-89105/-89205 and above 

91340 2514A and above C A8G0 09133-89105/-89205 ond above 

9133H ALL B AFCH 09133-89105/-89205 ond above 

9133H ALL C AFCO 09133-89105/-89205 and above 

9134H ALL B AFCH 09133-89105/-89205 and above 

9134H ALL C AFGD 09133-89105/-89205 ond above 

9133L ALL B EBCH 09133-89108/-89208 and above 

9133L ALL C EBCO 09133-89108/-89208 and above 

9134L ALL B EBGH 09133-89108/-89208 and above 

9134L ALL C EBGO 09133-89108/-89208 and above 

NOTE: JMP2 Is shown in the position for a standard product 
Option 001 wil have JMP2 in the IK position. 


Figure 2-6. Controller board configuration. 


Fuses 


The AC line fuse used in the HP 9133/34D.H and L products is for both 115 and 230Vac. 
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The following information applies to the HP 9133D,H and L. 

Setting the HP-IB Address 

Figure 3-1 shows the location of the HP-IB address switch. This is a thumbwheel switch with numbers 0 
through 9. To select the proper address, turn the thumbwheel until the number you want appears in the 
window. 



Figure 3-1. HP 9133/34D,H and L rear panel. 
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CHAPTER 


Troubleshooting 



Repair Philosophy 


The 5 1 /4-inch Winchester disc drive assembly is serviced on the exchange program. This includes the drive, 
and the drive electronics FCA. The 20 and 40 Mbyte drives are exchanged as complete assemblies. 

The selftest procedures are given to help isolate problems in the field. 

Controller assembly detailed information is not presented. 


Exchange Assemblies 


DESCRIPTION 


PART NUMBER 


3 1/2-inch Flexible Disc Drive 
40 Mbyte Winchester 
20 Mbyte Winchester 


— 09114-69511 

— 09133-69308 

— 09133-69206 


15 Mbyte Winchester 
15 Mbyte Drive Electronics 
Controller Board 


09133-69104 

09133-69105 

09133-69520 


Non-Exchange Assemblies 


Fan Assembly 

3 1/2-inch Disc Cntl Cable 
Winchester Disc Cntl Cable 
Winchester Disc R/W Cable 
Power Supply 
Fuse 3A 250V 
Firmware Upgrade Kit 


09133-68501 

09133-61622 

09133-61623 

09133-61624 

09133-67120 

2110-0003 

09133-89905 


Selftest 


HP 9133/34D,H and L SELFTESTS 


The self test routines can be initiated in the following 3 ways; 

1. At Power-On A self test of the processor, ROM, HP-IB chip, microprocessor RAM, and buffer RAM is 
performed. Read/Write tests are then performed on both drives, followed by spindle speed and ECC chip 
tests. (A disc must be inserted to test the 3 1/2-inch drive.) 

2 Host Computer Initiated:The Diagnostic command from the host initiates the seiftest routine that is per¬ 
formed at power-on. 
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TROUBLESHOOTING 


3 Switch/Jumper SelectedThe Test Jumper (JMP8) starts the test that is selected by the 4-bit HP-IB 
Address Switch and Select Test Jumper (JMP9). If JMP8 is left in the on position (0), the test will be 
repeated. When JMP8 is taken out of the test position, the unit finishes the selected test, goes through the 
power-on sequence, and is then ready for HP-IB commands. Use Figure 4-3 for location of JMP8 and JMP9. 

When a test is performed, the LED is first blinked once (to show that the LED works). If the test is success¬ 
ful, the LED blinks 5 times. If the test fails, the LED stays on for 5 seconds, and then goes off. 


SELECTABLE SELFTESTS 


NOTE 

The RAM test (Test 0) will clear all RAM-loaded parameters, 
some of which are needed for other tests. Once the RAM test 
is performed, the RAM must be refreshed by powering the 
unit off, then on again in order to perform any of the other 
tests. The RAM test is repeatable without refreshing the 
RAM. 

Tests other than the RAM Test can be selected randomly with 
the power on 


SELFTEST PROCEDURE 

1. Select the desired test. Use the Selfest table in Figure 4-1 and the Test Description table in Figure 4-2. 

2. Observe the LED. The unit will do all or part of the power-on self test and will then start the selected 
test. When the test is completed, the selftest LED should blink 5 times. If it doesn’t, the test failed. 

3. Repeat steps 1 and 2 for any additional tests. Refresh the RAM (see the above note) if the RAM test was 
performed and a test OTHER THAN the RAM test is desired. 
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TROUBLESHOOTING 


HP-IB 

ADDRESS 

SELECT TEST 

SELECTED 

SWITCH 

(S2) 

JUMPER (JMP9) 

TEST NUMBER 

0 


0 

0 

1 


0 

1 

2 


0 

2 

3 


0 

3 

4 


0 

4 

5 


0 

5 

6 


0 

6 

7 


0 

7 

0 


1 

8 

1 


1 

9 

2 


1 

10 

3 


1 

11 

4 


1 

12 

5 


1 

13 

6 


1 

14 

7 


1 

15 


Figure 4-1. Self test table. 


SELFTEST SELECTION 
LED Indications 

Start 1. LED ON 4 seconds 

2. LED OFF 05 seconds 

3. LED ON during test 


TEST PASSES TEST FAILS 

4. LED ON/OFF 5 times LED stays ON. 


NOTE 

A disc must be in the drive to perform tests 4,6,8,10, and 12 
(HP 9133 series only). Ensure that the disc is an unprotected 
and initialized scratch disc. 


TEST DESCRIPTION 


TEST DURATION (s) DESCRIPTION 

0 RAM 35 All possible patterns are written in all 

locations of both RAMS. 

1 ROM 10 A checksum calculation is performed. 
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TROUBLESHOOTING 


2 HP-IB 10 


3 FDC chip VO 


4 Floppy 10 
Seek 


5 Winchester 10 
Seek 


6 Floppy 10 
Speed 


7 Winchester 10 
Speed 

8 Floppy 85 
Write 
Verify 

9 Winchester 25 
Write 
Verify 


10 Floppy 45 
Verify 


11 Winch. 330 
Verify 


12 Floppy 80 

Format 

13 HOC 10 

Check 

14 WD1100 10 

Check 


15 WD1100 10 

Buffer RAM 


Two of the registers on the HP-IB chip are 
written to and their contents verified. 

Two of the registers on the FDC chip are 
written to and their contents verified. 

Commands are given to the FDC to move the head 
on and off track 0. The track 0 indicator 
is checked to see that movement occurred. 

Seek commands step the Winchester on and off 
cylinder 0 in order to test the track 0 
indicator. 

The head is stepped to track 35 and loaded. 

The period of the index pulse is measured and 
compared against the specification. No test is 
performed if there is no disc in the drive. 

The spindle speed of the drive is checked and 
compared with the allowed range. 

Every sector on the disc is written and the 
data is verified. All user data on the disc 
is lost. 

All sectors on the selftest cylinder are 
written and read. Each byte including the ECC is 
checked. Error correction is also checked. No 
user data is affected. 

All sectors in the data area of the disc are 
checked for CRC errors. No user data is 
affected. 

All sectors in the data area of the disc are 
checked for CRC errors. No user data is 
affected. 

The disc is re-initialized with a 011 data 
pattern. 

All read/write registers on the HDC chip are 
checked. HDC = Hard Disc Controller. 

Writes data pattern to all registers with all 
combinations and verifies the data. Rev B 
controllers only. 

Tests the WD data buffer RAM (Rev B controllers 
only) 


Figure 4-2. Test description table. 
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TROUBLESHOOTING 


ADDITIONAL HINTS 

If the unit does not respond to commands after power-on, the fault LED can be used to locate a failing sec¬ 
tion of the PCA. The LED will respond in one of the following ways; 


- LED blinks off once 
every 6 seconds 

- LED blinks off 2 
times/6 seconds 

- LED blinks off 3 
times/6 seconds 

- LED blinks off 4 
times/6 seconds 

- LED blinks off 5 
times/6 seconds 

- LED on 6 seconds 
blinks off 6 times 


ROM checksum is wrong 

Processor ram is bad 

Buffer ram is bad 

Configuration Jumpers 
A through H set wrong 

8291 is bad 

6809 is bad 



Figure 4-3. Controller jumper location. 






TROUBLESHOOTING 


SS/80 External Exerciser 

The SS/80 External Exercisor tape part number is 5010-0310, and the Reference Manual for the 
External Exerciser is 5958-4142. 


Using the SS/BO Exerciser 

The following information will help in interpreting the results obtained with the SS/80 External 
Exerciser, and will also assist in effective use of the Exerciser. 


DERRORS 

DERRORS may be indicated following the execution of the External Exercisor tests. A DERROR reports 
the run-time status of the drive, and provides additional information concerning what the product is 
doing. The DERROR alone never indicates a failure. Additional status information will be displayed if a 
problem exists. 

The following tables list the DERRORS for the flexible and fixed drives. 


External Exerciser DERRORS for the Flexible Drive 


Error Code 

Description 

BOH 

Seek failed in M init_head 

B1H 

Seek failed in Position_head 


Read address failed in Position_head 


Read address failed in Position_head 

B4H 

Restore failed in Position_head 

B5H,X 

Timeout in Wait for_FDC, FDC status 

B6H 

Wait_for_FDC failure in seek routine 

B7H 

Wait_for_FDC failure in Restore 

B8H 

Seek error in Restore 

B9H,X,X 

M_INIT_MEDIA, head 0 tracks spared, head 1 tracks spared 

BAH 

No system cylinder, no read/write tests performed by M_INIT_D1AG 

BBH 

A read compare was performed by M_INIT_DIAG 

BCH,X 

Busy bit set in FDC status in FDC_TERM, FDC status 

BDH,X 

INTER FDC ERROR called with no bits set, FDC status 

BEH 

Unit fault in STP_HD__IN 

BFH 

Unit fault in STP_HD_OUT 

C0H.X 

Timeout during a seek, X*FDC_STATUS. (This is the old unit fault problem.) The 
chip was reset and the seek was repeated. 
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TROI JBI.ESHOOTING 


Hxternal Exerciser DERRORS for the Fixed Drive 


Error Code 

Description 

A CIH 

Status Register Error 

A1H 

Header Error 

A2H 

CRC Error 

A3H 

Write Fault Error 

A4H 

Register bad on WDIOIOor WD 2010 

A5H 

Timed out 

A6H 

WDI010 or WD2010 is bad 

A7H 

Timed out 

A8H 

Timed out 

A 911 

Timed out 

AAH 

Bad sectors on track 

ABM 

More than 6 bad sectors on one track 

ACH 

Firmware error 

ADH 

Couldn't read anything on disc 

A Ell 

Couldn't get two sectors which compared 

AFH 

Spare table is full 


Had to approach track from inside to recover data 

Bill 

Had to approach track from outside to recover the data 

B "’ll 

WDI 100 chip is bad 

B31I 

WD data buffer RAM bad 

B4H 

Length error 

B5I1 

Drive did not come up 

B6H 

Illegal configuration jumper 

B7H 

Something wrong with configuration 

B8H 

Header or data mark error 

B9H 

No error correction 

BAH 

No error correction was attempted 

BBH 

Error too large to be corrected 

BCll 

Error correction succssful 

BDH 

Bad sector 

B1H 

More that three bad headers 

BFIfi 

More than five bad sectors 

COH 

More than five bad sectors 

CIH 

Something wrong with track zero 

C2H 

Spindle speed out of spec 

C3H 

Index pulse doesn't appear to change 

C41I 

Volume setting is bad 

C5H 

Checksum on the ROM failed 

C6H 

An ECC or WRITE FAULT error 

C7H 

Data buffer RAM is bad 

C8H 

Head actuator not moving 

C9H 

Drive actuator problem 

CAH 

WRITE FAULT error 

CBH 

WRITE FAULT error 

CCH 

Something wrong with WD2010 

CDH 

Write fault latch 

CFI1 

Header re-try was done 
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Assembly Access 


CHAPTER 

5 


Introduction 


The following is information which pertains to the HP 91 33/34D,H and L. 

Controller PCA Removal 

To remove the controller board proceed as follows: (The procedure below assumes that you are facing the 
front of the unit) 

I. Detach cables 12 thru J6. 

2 Remove the 3 mounting screws from the left side of the board. 

3 Remove the HP-IB connector nuts from the rear of the chassis 

4 Lift the board clear of the chassis. 

5 During reassembly, note that the board slides into lanced board guides 
on the right side of the chassis 

HP 9133/34H and L Winchester Disc Drive Removal 

The HP 9! 3311 and L have a different mounting bracket for the Winchester drive assembly Following is a 
list of part numbers that are associated with the bracket and drive Figure 5-1 shows the bracket, drive and 
ground strap 

Bracket 09133-01203 

Bracket screws 2360-0454 

Ground strap 
Ground strap screws 
to bracket 
to chassis 


09133 61620 (H only) 

0515-1085 

2360-0113 


5-1 














Assembly Access 


9133/34D,H and L PARTS LIST 


LEVEL 

REFERENCE 

DESIGNATOR 

PART 

NUMBER 

DESCRIPTION 

1 

A j 

09133-69560 

CONTROLLER PCA 

2 

C8 

0121-0552 

C-V 7-60PF VAC 

2 

Cl -7,10-22,25.26. 
C28-30 

0160-4571 

Cf JUF ♦ 80 

2 

C31 

0160-4803 

C-F 68PF 5% 100V 

.2 

C32 

0160-4807 

C-F 33PF 5X100V 

2 

C37 

0160-4809 

C-F 390PF 5% 

2 

C35.36 

0160-4832 

C-F 01UF 10% 

2 

C38 

0160-4833 

C-F 022UF 10% 

o 

C9.23 

0160-4835 

C-F .1UF 10X 50V 

2 

C39 

0160-5861 

C-F 100 PF IX 

2 

C24 

0180-0291 

C-F 1UF 35V 10X 

2 

C27 

0180-1746 

C-F 15UF 20V 

,2 

R14 

0683-1015 

R-F 100 OHM 05 

2 

R13,15,16 

0683-1035 

R-F 10K 05 1/4W 

2 

R5.6.7.22 

0683-3615 

R-F 360 OHM 5 

2 

R9 

0683-4725 

R-F 4 7K 05 

2 

R8 

0698-3438 

R-F 147 IX 125W 

2 

R21.23 

0698-3700 

R-F 125W 715 IX 

2 

R18 

0757-0161 

R-F 604 OHM IX 

2 

R17 

07570274 

R-F 1 21K 1% 

2 

R1,3.20 

0757-0280 

R-F IK 1% 125W 

o 

R19 

0757-0400 

R-F 90 90HM 01 

2 

R1I , 12 

0757-0437 

R-F 4 75K IX 

2 

U9 

09133-89111 

PROM-1 

2 

U1 3 

09133-89211 

PROM-2 

2 

U29 

1200-0817 

SOCKET 40 PIN 

o 

i.. 

U9.13 

1200-0861 

SKT-IC 28-CONT 

2 

J1 

1251-7651 

CN24 M AMP CHAMP 

2 

J5 

1251-8089 

CN 6 100 ST HDR 

2 

36 

1251-8681 

20 PIN CONNECTOR 

2 

T -> 

• • C. 

1251-8682 

CN 26 1 SQ POST 

2 

34 

1251-8683 

CONNECTOR,34 PIN 

2 

JMP1 -JMP9 

1252-0058 

CN3 1 SQ POST 

2 

JMP1-JMP9 

1258-0141 

JUMPER-REM 

.2 

RP1 

1810-0083 

NTWK-R 13X1K DIP 

2 

RP3 

1810-0182 

NTWK-R24XMULTDIP 

2 

RP2 

1810-0235 

NTWK-R15X2.2KDIP 

.2 

RP4 

1810-0286 

NTWK-R 15X10KDIP 

.2 

U57 

1813-0067 

XTAL-CLK-GSC 

.2 

Ull 

1813-0194 

XTAL-CLK-OSC 

2 

U55 

1813-0346 

DLAY LINE 60NSEC 

2 

U4.1 7 

1818-1611 

ICSTATIC RAM 

2 

U5 

1820-0471 

IC-SN7406N 

2 

U37.58.59 

1820-0621 

TTL BUFF 7438N 

2 

U63 

1820 0693 

IC SN74S74 
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Assembly Access 


.2 

UI9.23.49.53 

1820-1112 

IC SN74LS74AN 

.2 

U47.51 

1820-1144 

IC 74LS02 

.2 

U46 

1820-1196 

IC SN74LS174N 

.2 

U21.26,35.50 

1820-1197 

IC SN74LS00N 

.2 

U27.39 

1820-1199 

IC 74LS04 

.2 

U31.32.44 

1820-1201 

IC SN74LS08N 

.2 

U54 

1820-1202 

IC 74LS10N 

.2 

U24.43.25.34.45.48 

1820-1208 

IC 74LS32 

.2 

U38 

1820-1216 

IC SN74LS138 

.2 

U18 

1820-1281 

IC SN74LS139N 

.2 

U56 

1820-1285 

IC SN74LS54N 

.2 

U1 .40 

1820-1416 

IC SN74LS14N 

.2 

U20.22 

1820-1433 

IC SN74LS164N 

.2 

U28 

1820-1568 

IC SN74LS125AN 

.2 

U30.41 

1820-1730 

IC SN74LS273N 

.2 

U61 

1820-1782 

IC 26S02 

.2 

U7.33.42 

1820-2024 

IC SN74LS244 

.2 

U8 

1820-2075 

1C SN74LS245N 

.2 

U15.16 

1820-2096 

IC SN74LS393N 

.2 

U62 

1820-2203 

IC AM26LS32PC 

.2 

U14 

1820-2536 

IC SN74LS352N 

.2 

U6 

1820-2549 

IC 8291AP 

.2 

U12 

1820-2624 

IC 68B09 

.2 

U64 

1820-2749 

IC AM26LS31PC 

.2 

U29 

1820-3168 

IC WD1010 

.2 

U52 

1820-3318 

IC SN74ALS273N 

.2 

U2 

1820-3431 

IC DS75160AN 

.2 

U3 

1820-3513 

IC DS75161AN 

.2 

U10 

1820-3659 

WD-2793-02 FDC 

.2 

U60 

1820-3705 

DP8460N-4 

.2 

CR1 

1901-0050 

SWITCHING DIODE 

.2 

R2.4 

2100-3210 

TRIMMER RESISTOR 10K 1% 

2 

RIO 

2100-3874 

VARIABLE RESISTOR 5K 10% 

2 


2200-0107 

SCREW 4-40 

2 

SI 

3100-1662 

10 POSITION SWITCH 

.2 

S2 

3100-1951 

THUMBWHEEL SWITSH -10 

FUSES 





1 2110-0003 FUSE-3AMPS NB 


EXCHANGE ASSEMBLIES 

09114-69511 3 1/2-inch Flexible Disc Drive 

09133-69308 40 Mbyte WINCHESTER 

09133-69206 20 Mbyte WINCHESTER 

09133-69104 15 Mbyte WINCHESTER 

09133-69105 WINCHESTER DRIVE ELECTRONICS 
09133-69560 CONTROLLER PCA 
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Assembly Access 


NON-EXCHANCE ASSEMBLIES 


09133-68501 FAN ASSEMBLY 

09133-61623 DISC CONTROLLER CABLE ~ 

09133-61624 DISC R/U CABLE - 

09133-67110 POWER SUPPLY 

09133-08866 TOP COVER/SHIELD ASSEMBLY 

2110-0003 FUSE 3A 250V 

09133-61622 FLEX DRIVE CABLE_ 

MISCELLANEOUS PARTS 

I 8120-1378 CABLE-POWER 

1 0403-0427 BUMPER FOOT 

I 0515-0825 SCR M4X 7 X8FM 

1 0624-0458 SCR-TPG 8-16 

I 0624-0525 SCR-TPG 10-14 

1 07940-00026 FAN GUARD 

1 09121-48303 FOOT-MOLDED 

1 09133-00602 FRT SHIELD-33 

1 09133-09100 SPRING-RETAINER 

1 09133-20101 CHASSIS - 9133 

1 09133-40201 FRT PNL- 9133 

I 09133-40202 SWITCH SHAFT 

1 09133-42501 LIGHT PIPE 

1 09133-61606 LED/PWR CABLE 

1 09133-61621 PWR HARNESS 

1 09133-68501 FAN ASSEMBLY 

1 09144-45404 POWER GUARD 

1 1450-0625 LED HOLDER 

1 5041-1203 POWER BUTTON 


CASE PARTS 

Drive Mounting Hardware 

FLEXIBLE DISC DRIVE WINCHESTER DISC DRIVE 

09133-01201 BRACKET 09133-01204 BRACKET 

0515-1079 SCREW (BRACKET TO DRIVE) 2360-0113 SCREW (DRIVE TO BRACKET) 

0515-1085 SCREW (BRACKET TO CHASSIS) 0511-1085 SCREW (BRACKET TO CHASSIS) 

0515-1079 SCREW (CHASSIS TO DRIVE) 

Top Cover Mounting Hardware 

3050-0010 FLAT WASHER 
0515-0353 SCREW 
0151-1085 SCREW 

IIP-JB Mounting Hardware 
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Assembly Access 


0380-1717 HEX STANDOFF 

2190-0843 LOCK WASHER 

Controller PCA Mounting Hardware 

0515-1085 SCREW 
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Assembly Access 


WINCHESTER DISC DRIVE 


3 1/2-inch FLEXIBLE DISC DRIVE 
(9133 series) 



Location of Field Replaceable Assemblies (FRA) 
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Service Note History 

The following tables list the service notes which have been issued against the HP 9133/34 D/H/L 
products. The service notes are provided at the end of this chapter for reference 


6-1 




Product History 


Service Notes for the HP 913 3D 


Service Note 
Number 

Description 

S/N Prefix 

Affected Part 

91 33D-1A 

Screws for exchange flexible 
drives 

All 

09114-69510 

9133D-2 

Timeout with HP 1 50 

2419A00100 to 
2419A03714 

9133D 

9133D-3A 

Firmware upgrade 

S/N Prefix less than 
2443A 

09133-69510 

91 33D-4 

Firmware upgrade 

All 

09133-69510 

91 33D-5B 

New controller board 

All 

09133-69510 

9133D-6 

Self test failure after new hard 
drive 

All 

9133D 

9133D- 7A 

New Winchester 

2511A and up 

09133-69106 

9133D-8 

New flexible drive 

2 511A and up 

09114-69511 

91 33D-9 

Potenial service test no. 12 
failure with old ROMs 

2511A and up 

9133D 

9133D-I0 

Loose screws on hard drive 

All 

09133-69104 

9133D-11 

New shipping disc 

All 

9133D 

9133D-12 

Top flexible head damage 

All 

09114-69511 

9133D-13 

New controller board P/N 

All 

09133-69530 

91 33D-14 

Noisy hard drive 

All 

09133-69106 

9133D-15 

Controller board jumpers 

All 

09133-69540 

9133D-I6 

Flexible drive problem with HP 
9817 

2513A33600 to 

2513A33900 

9133D 

9133D-17 

New shipping discs 

All 

9133D 

9133D-18 

Controller firmware changed 

All 

09133-69550 

9133D-19 

Firmware upgrade 

All 

09133-69560 




















































































Service Notes 


Service Note Description 

Number 


9133H-1 

New flexible drive 

9133H-2 

Potential service test no. 12 
failure with old ROMs 

9133H-3 

New shipping disc 

9133H-4 

Controller PCA jumpers 

9133H-5 

Top flexible head damage 

9133H-6 

New controller board P/N 

9133H-7 

Internal self test no. 11 failure 

9133H-8 

Noisy hard drive 

9133H-9 

Controller board part no. 

9133H-10 

Controller PCA jumpers 

9133H-11 

Problems with HP 9817A 

9133H-12 

Controller firmware changed 

9133H-13 

New shipping disc 

9133H-14 

Firmware upgrade 


Product History 
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Product History 


Service Notes for the HP 91 33L 


Service Note 
Number 

Description 

S/N Prefix 

Affected Part 

9133L-1 

New firmware update 

All 

09133-69530 

9133L-2 

Controller PCA jumpers 

All 

09133-69530 

9133L-3 

Controller jumper revision 

All 

09133-69530 

9133L-4 

New 40 Mbyte hard drive 

All 

09133-69208 

9133L-5 

Problems with HP 9817A 

2623A00850 to 
2623A09494 

9133L 

9133L-5 

New shipping disc 

All 

9133L 

9133L-7 

New controller firmware 

All 

9133L 

9133L-3 

New 40 Mbyte Winchester 

All 

09133-69308 

9133L-9 

Firmware upgrade 

All 

09133-69560 
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9133D-1A 


SERVICE NOTE 

1 


9133D 

09114-69511 

All Serial Hubers 

Required Screes In Exchange Flexible 


SITUATION: 

The 09114-69511 Flexible Disc drive Is currently used In three 
products; the 9114A, the 9122D/S, and the 91330. There are 5 
possible locations for nount1 ng-screws tbit attach the shield to 
the frane of the drive. Each product requires a different nlnlnun 
nunber of screws. In soae cases, screws nust HOT be Installed 
In certain locations. 

All drives In the 91330's have been shipped with the proper 
■ountlng-screws. However, nany of the EXCHANGE drives shipped 
prior to September 1984 contained only the one rear 
■ountlng-screw. The exchange drive is now being shipped with the 
MAXIMUM nunber of screws to accownodate all products that use the 
drive. 

DESCRIPTION: 

The 9133D requires screws In locations 2 and 3 ONLY. Screws 1,4, 
and 5 NUST BE REMOVED. 


LM/t« 06-24-85 - 5800 


B320-4766 (1/83) 

nSI HEWLETT 
■SEN PACKARD 



FOR MOM —FORMATION. CALL VOUA LOCAL NT BALLS OR SLAVICS OFF ICS ar bn OBI) 3—00 IHAm 0121 Ml—00 • Son* MOL) SSB-1SOO • Stan 
01» •70-7600 m MIS) NMMO OR MILK. I MArt— M30 hR— FM» AR,. MU M BOM. M LUROFC. CALL YOUR LOCAL HF BALES « 
SLAVICS OFFICE OR WRITS. HnR ni F nt nVIA^T.m»bB»iiMi U n .FX>.B—.CH-12l7 B—a- Qm —i Snl on b M. — JAFAM V—L— TV ilmFMbM IM. 
W lS.YblipiiliCIli.KnMi l Kumi.J.na. 

o 1983 HawMtt-racfcAnf Company 
Frmfedin U.S-A. 
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LM/tm 
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1 - 


Top View 


-4 


-5 


I- 

I- 

Shield Mounting-Screw Locations 


I 

I 
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9133D-^L_ 


SERVICE NOTE 


Supersedes: suposedes. 


9133D 


Serial Numbers 
2419A00100 thru 2419A03714 

Disc Timeout on Power Up with HP 150B 


PROBLEM: 

A problem-occurs frequently when the 150B and the 9133D Winchester disc are 
Initially powered up if power is applied to the computer and the disc at the 
same time. The problem is that the computer will not consistently boot 
properly from the 9133D, and will display a message of "OP SYS NOT FOUND" 
or something similar. 

SOLUTION: 

The 9133D should be powered from a separate AC outlet as indicated in the 9133D 
manual and the 150B manual. Apply power to the 9133D and wait until it has 
completed selftest as indicated by the "Fault" indicator and the "On Line” 
indicator on the front of the 9133D both being off, then apply power to the 
computer. 

If the computer fails to boot because power was not applied to the system in the 
sequence described above, wait until the 9133D has completed selftest. Press 
■Return" and then simultaneously press "Shift", "CTRL", and "Reset", and the 
computer will then boot properly from the 9133D. 

Note that the 91330 SHOULD NOT use the short power cable and be powered from the 
computer. The power requirements for the 9133D are greater than the rating 
indicated on the AC outlet on the computer. An additional problem could occur 
if the 9133D is powered from the outlet on the computer, and a fault should 
develop in the 9133D which would draw a large surge of current and possibly 
cause the computer to lose the contents of its memory. 

A revision has been made to the 9133D firmware which should minimize the 
probability that the problem will occur. The new firmware is in 9133D's 
with serial numbers 2419A03715 and above. 

WARRANTY: 

Update of service inventory will be covered in a separate service note. 

LM/tm 11/6/84 - 5800 


9320-4766 (1/83) 

Whnt HEWLETT 
%IWA PACKARD 


APPLIES TO: 

AM UntfsX) 

Only Units on Agreement a | 

PERFORM: 

Immediately □ 

On Failure □ 


At PM/Normal Call □ 
Information Only (3 

WARRANTY: 

EXTENDED 

NORMAL 

NONE 

LABOR: 



X 

PARTS: 



X 

TRAVEL: 



X 

SERVICE 

Return for update O 

(faaeo 

BIVENTORY 

Return for tth/agt a 

See texOCi 

| WARRANTY EXTENDED UNTIL: I 


FOft MORE INFORMATION. CALL YOUR LOCAL MF r " * ES OR SERVICE OFFICE or East (201) 265-5000 • Midwest (312) 255-9800 • South (404) 955-1500 • West 
(213) 97 . «;.rac«aro. ’?.'D imoarcaoero. PMo Alto, California y4ou3. IN EUROFE. CALL YOUR LOCAL MF SALES or 

SERVICE ^rnCE OR WRITE, Hewlett-Packard S.A.. 7. rue du Boa-du-Lan. F.O. Box. CH-1217 Meyr.n 2 - Geneva. Switzerland. IN JAPAN. Yok o gam w H ew le tt-Packard Ltd.. 
1-27-15. Yatoe Sagamihara City. Kanagewa Pr e fecture. Japan 229. 

© 1983 Hewlett-Packard Company 
Primed in U.S.A. 
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9133D-3A 


SERVICE NOTE 

Supersedes: 913 3D—3 supersedes: 


9133D 


Firmware Upgrade on 09133-69510 

Assemblies in Field Service 
Inventory with Date Code Less 
Than 2443 


Situation: 

A complete firmware update of all 09133-69510 assemblies in field service 
inventory is specified in Service Note 9133D-4. The new firmware specified 
in 9133D-4 also corrects the timeout problem Indicated in Service Note 
9133D-3. 


Action: 

Service note 9133D-3 is cancelled* 


APPLIES TO: 

AM Units 6 

Only Umts on Agreement o | 

PERFORM: 

Imrweoafty □ 

On Failure □ 


At PM/Normal Call □ 
Information Only ■ 

WARRANTY: 

EXTENDED 

NORMAL 

NONE 

LABOR: 

N/A 



PARTS: 

N/A 



TRAVEL: 

N/A 



SERVICE 

Return for update O 

Use as is □ 

INVENTORY 

Return for salvage □ 

See text O 

[warranty EXTENDED UNTIL: 

N/A 
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Whol Hewi -ETT 
1 "EM PACKARD 


FOR MORE INFORMATION, CALL YOUR LOCAL HP SALES OR SERVICE OFFICE or East (2011 265-5000 • Midwest (312) 255-9800 • South (404) 955 1500 • West 
(213) 970-7500 or (415) 968 9200 OR WRITE. Hewlett-Packard. 1820 Embarcadero. Palo Alto. California 94303. IN EUROPE. CALL YOUR LOCAL HP SALES or 
SERVICE OFFICE OR WRITE. Hawlatt-Packard S.A., 7, rua du Bois-duLan, P.O. Box, CN-1217 Mayrin 2 - Geneva. Switzerland. IN JAPAN. Yokogawa-Hewlett-Packard Ltd.. 
1-27-15. Yatoe Sagamihara City, Kanagawe Prefecture. Je pa n 229. 
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9133D-4 


SERVICE NOTE 

Supersedes supersedes 


HP9133D and HP9134D 
Winchester Disc Drive 

09133-69510 Controller 
Assembly 

Firmware Change to Support 
20 Mbyte Winchester Drive 


Background: 

In March Greeley Division will begin using a 20 Mbyte Winchester disc 
drive in the 9133D and 9134D Winchester products. These products will 
continue to be configured as 15 Mbyte Winchesters, however. (Two new 
products, the 9133H and 9134H, will be introduced in the near future which 
will allow use of the full 20 Mbyte capacity of the Winchester, but host 
system support for the 20 Mbyte configuration is not currently available.) 
It is necessary to replace the firmware, two EPROM's in the 09133-69510 
Controller board so that the assemblies in Field Service Inventory can be 
used to service 9133D and 9134D products with either the 15 Mbyte 
Winchester drive, 09133-69104, or the new 20 Mbyte Winchester drive, 09133- 
69106, as well as the new products at the time they are introduced. 

Implementation: 

1. Order Firmware Upgrade Kit 09133-89901 from CPC/CPE. 

2. Replace the EPROM's in the 09133-69510 controller assemblies in FSI 
with the EPROM's in the kit per the instructions included in the kit. 

3. The configuration jumpers JMP3 thru JMP6 must be set as 
follows for use in the 9133/9134 products when this updated board 
(09133-66510 Rev B etched on board) is used to replace a 
defective controller assembly: 


9320-4766 (1/83) 

What HEWLETT 
mLfim PACKARD 


APPLIES TO: 

AJI Units OF 

Only Units on Agreement o | 

PERFORM: 

Immediately 

On Failure □ 


A: PM/Norma* Call □ 

Information Only o 

WARRANTY: 

EXTENDED 

NORMAL 

NONE 

LABOR: 

X 



FARTS: 

TRAVEL: 

X 


X 

SERVICE 

Return for update O 

Use as n B 

INVENTORY 

Return for salvage □ 

See teat R 

[WARRANTY EXTENDED UNTIL: 

6/1/85 

(see text) 


FOR MORE INFORMATION. CALL YOUR LOCAL HP SALES OR SERVICE OFFICE oe Ernst (201) 765-6000 • (312) 265 9800 • South (404) 955 1500 • Watt 

(213) 970 7500 or (415) 968 9200 OR WRITE, H^rNtt-Packard. 1870 Embarcadero. Palo Alto. California 94303 IN EUROPE. CALL YOUR LOCAL HP SALES or 
SERVICE OFFICE OR WRITE, Hawlati-Packard SA. 7. rua du Boadu Lan. P.O. Box. CM 1217 Msynn 2 - Ganava. Switzerland IN JAPAN, Yokogawa-Htwleti-Packard Ltd . 
1-27 15. Yaba Sagamthara City, Kanagawa Prefecture. Japan 229. 
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9133D-4 


SERVICE NOTE 

Supersedes: supersedes: 



JMP3-JMP6 Product Configuration 

EF6H 15 Mbyte hard, no flex disc (9134D) 

AFGH 20 Mbyte hard w/20 Mbyte capacity, no flex (9134H) 

EBGH Future use only 

ABGH 20 Mbyte hard w/15 Mbyte capacity, no flex (9134D) 

EFCH' 15 Mbyte hard, flex disc (91330) 

AFCH 20 Mbyte hard w/20 Mbyte capacity, flex disc (9133H) 

EBCH Future use only 

ABCH 20 Mbyte hard w/15 Mbyte capacity, flex disc (9133D) 

Warranty: 

Greeley Division will accept extended warranty billing for the cost of 
the Firmware Upgrade Kit, 09133-89901, and 15 minutes labor until June 
1, 1985. Please reference this service note on the billing. 
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FOR MORE INFORMATION. CALL YOUR LOCAL HF SALES OR SERVICE OFFICE or Utt (201) 265-6000 • Midwast (312) 255-9800 • South (404) 955-1500 • Waft 
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91330-5B 


SERVICE NOTE 


91330 

91330 DISC DRIVE 

Serial number: 

ALL 


NEW CONTROLLER PCA 


Situation: 

A revised controller PCA is being shipped in all 91330 Disc Drives. The new con¬ 
troller will be in 9I33D products beginning at approxisiately serial nunber 
2419AI47S0. This controller will also be shipped in all. 9133D products with 
serial nunber prefix of 2511A and above. 

A new revision of firmware for the 91330 is being used with this new controller. 
This new firmware is also being used to update existing field service inventory 
of 09133-69510 controller PCA's per service note 91330-4. 

Both the original controller board, which had part number 09133-66510 Rev B 
etched on the board, and the new controller PCA. which has 09133-66510 Rev C 
etched on the board will be used as exchange assembly 09133-69520. 

Cause: 

The controller assembly has been revised to use a single IC to perform the hard 
disc controller and ECC functions which were previously performed by two IC's. 
Additional changes include a change to a different IC for the phase lock loop for 
the hard disc, and silkscreen changes to correct an error on the original PCA. 

Details: 

Both the Rev 8 and the Rev C controller assemblies will be used as exchange as¬ 
sembly 09133-69520. All service inventory of the original exchange assembly 
09133-69510 must have firmware updated per service note 91330-4 before being used 
to service any 9)330 Disc Drives with serial number prefix 2511A or abovo. 
Firmware should not be updated in 91330 Disc Drives which are repaired. 

Jumpers JMP3-JMP6 must be Installed as shown in the figure on the next page to 
assure correct operation. Note that the Jumper configurations shown here differ 
from those shown in the service documentation for the 91330. 

LSM 
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WKl HEWLETT 
mL'/ZA PACKARD 

fop nr#i iMotmfiQH, cau tow iocai hp mui m smvici ornci •« im <901) w iooo. ni4m«i <119) 7111100, taut* 

|404| Hast <9t 1) RT0 7100 or <4|4j Ml 4740 09 Ut|It.Hnmlati Par lard, 1470 tutsan adafe, Pal* *l«s», California 

f« cm I VOU9 lOtm HI* HIM or attvict OP MU 09 mill, NmIoII Paitart •A..T,r«a loll 4u taa.P.O. *•«, 

:* 1717 DsyMR f 0eMv«>|f|gi|m4. IN |RPNN, Mofew* Mawlell It#., t 97 |%. fobs a^«a|h«i« City. 

PfaltfIgfa, J«p«n J2«. 


Supersedes: 91330-5A 


AW - I£S T0 ?IUI Units: X 


Only Unite on Agreement: 

Inmdistclf: 
PERFOKn: On Failure: 


At Pn/Narmal Call: 
Information Only:& 

j MMRANTY: EXTEMED 

NORM«. NONE 

ueot: 


X 

MKTS: 


X 

TRAVEL: 


X 

SERVICE Return for 

dSoSIry: r.r 

Update: 

Salvage: 

Use as ls:£ 
See Text: 

WARRANTY EXTENDED UNTIL: 

OVA 
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9133D-SB 



91330 

91330 

91330 

91330 


2419A/2511A B EFCH 
2419A/2511A C EFCD 
2S13A and above B a6ch 
25I3A and above C ABCO 


Any 09133-8910X/-8920X 
09133-89105/-89205 and above 
09133-89105/-89205 ond above 
09133-89105/-89205 ond obove 


91340 2425A B 
91340 2425A C 
91340 2514A and above B 
91340 2514A ond obove C 


9133H ALL 
9133H ALL 

9134H ALL 
9134H ALL 


B 

C 

B 

C 


EFGH 

EFGD 

ABGH 

ABGO 

AFCH 

AFCO 

AFGH 

AFGO 


Any 09133-8910X/-8920X 
09133-89105/-89205 ond obove 
09133-89105/-89205 ond obove 
09133-89105/-89203 ond above 

09133-89105/-89205 ond above 
09133-89103/-89205 and obove 

09133-89103/-89205 ond obove 
09133-89105/-89205 ond above 


NOTE: JMP2 It shown in the position for standard product 
OptlonOOt wll hove JMP2 In IK position. 


LSM 

6/28/85 
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9133D-6 

SERVICE NOTE 


9133D 


9133D Disc Drive 


Serial number: 
ALL 


SELF TEST FAILURE AFTER DRIVE 


REPLACEMENT 


Situation: 

9133D Disc Drives which contain firmware with part numbers 09133-89105 and 
09133-89205 will fail the power up selftest after a replacement Winchester drive 
is installed. This selfttest failure will occur with either the 09133-69104 or 
the 09133-69106 Winchester drive assembly. 

The FAULT and ON LINE indicators on the product will bo*h remain on for ap¬ 
proximately 1 1/2 to 2 minutes, then the ON LINE indicator will go out and the 
FAULT indicator will remain on. 

Cause: 

A change has been made in the firmware to provide a more thorough test of the 
product during the power up self test. A result of this increased capability to 
detect failures is that a Winchester disc which is not formatted causes the 
selftest to fail. 

Details: 

Proceed as follows after installation of an exchange drive assembly: 

1. Apply power to the drive and wait until the ON LINE indicator voes out. 
(This should not be longer than 2 minutes). The FAULT indicator be-ng on at 
this time does not indicate that the drive which was just installed is 
defective. 

2. Use a host computer to "INITIALIZE* or ‘FORMAT* the disc. If a mass 
storage error should occur the first time the command is executed, try the 
command a second time. The drive should execute the command correctly and 
initialize the media if no other problems exist in the disc. 

LSM 

03/13/84 _ 


Supersedes: 


APPLIES TO: 

All Units: £ 


Only Units on Agreement: 

PERFORM: 

I (mediately: 
On Failure: 


At Pn/Noratal Call: 
Information Only:X 

WARRANTY: EXTEfOED 

LABOR 

PARTS: 

TRAVEL: 

NORMAL NO* 

X 

X 

X 

SERVICE 

INVENTORY: 

fceturn for 
Return for 

Update: 
Salvage: 

Use as is: 

See Text:£ 

[warranty EXTENDED &WTIL: 

N/A 
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9133D-7A 

SERVICE NOTE 


9133D 


)\ 3 3D DISC DRIVE 


Serial number. 

ALL PREFIX 25JL3A AND ABOVE 


NEW WINCHESTER EXCHANGE 


ASSEMBLY 


Situation: 

A new exchange assembly for the Winchester drive is required for all 9133D Disc 
Drives with serial number prefix 2513A and above. The new exchange assembly is part 
number 09133-69106, and includes both the drive and the drive electronics assembly. This new 
exchange assembly will be used to service only 9133D products with serial number prefix 251 3A 
and above. 9133D's with serial number prefix less than 251 3A MUST continue to use drive as¬ 
sembly 091 33-69104 and drive electronics assembly 091 33-69105 as repair parts 


Cause: 

The manufacturer is discontinuing production of the drive which was originally 
used in the 9133D. 

Details: 

The 09133-69106 Winchester drive must be used to replace a defective Winchester 
mechanism in all 91330s with serial number prefix 2513A and above. Refer to service 
note 9133D-5 for information concerning setting of jumpers on the controller board when this 
drive assembly is used. 
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Supersedes: 9133D-7 


APPLIES TO: 

All Unit*: X 


Only Unit* on Agreement: 

PERFORM: 

Immediate 1y: 
On Failure: 


At PM/Normal Call: 
Information Onjy:X 

WARRANTY: 

LABOR 

EXTENDED 


NOPflAL NONE 

X 

PARTS 



X 

! TRAVEL: 


X 

SEPVICE 

INVENTORY: 

Return for Update: 
Return for Salvage: 

Use a* is: 

See Text: 

|WARRANTY EXTENDED UNTIL: 

N/A 
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9133D-8 


SERVICE NOTE 

Supersedes: None supersedes: 


9133D Disc Drive 
09114-69511 

3.5 Inch Drive Mechanism 
(All Prefix 2511A and later) 


Situation: 

Starting with Serial Number prefix 2511A, a new 3.5 Inch Drive (PN09114-69511) 
is being used in the 9133D. The new drive has a different Drive Electronics 
PCA (Fewer components) and Cassette-Up Assembly. The new drive will be used 
interchangeably with the existing 3.5 Inch Drive, therefore it will be stocked 
with the same exchange part number and no FSI action is required. 

Cause: The drive is being changed to reduce cost and improve reliability. 

The new drive has fewer parts to increase reliability. 

Warranty: Both drives will be used interchangeably using exchange part 
number 09114-69511. No F.S.I or warranty action is required. 


KK/tm 4/9/85 - 5800 


9320-4766 (1/831 
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9133D-9 


SERVICE NOTE 


9133D 

Disc Drive 

09133-69520 Firmware Change 
Floppy/Hard Disc Board 
(All Prefix 2511A and later) 

Potential Service Test Failure 


Symptom: The latest 3 1/2-inch Drive mechanism, part number 09114-69511 date 
codes 2513 and 2514, when in products with the older E-PROMs, part numbers 
09133-89105 and 09133-89205 and earlier, does not perform the jumper-initiated 
Floppy Format test correctly. 

Due to timing differences between the new drive and controllers with older 
firmware, step commands may not all be performed by the drive during the 
Service Format Test. When this occurs, all tracks will not be formatted. The 
test will not indicate a failure as no read operation is done during the test. 

A failure will not occur until a read or write operation is attempted. The 
failure occurs on the jumper-initiated Floppy Format Test (Test 12) ONLY. 

No other tests or functions are effected. 

Solution: New E-PROMs, part numbers 09133-89106 and 09133-89206 correct timing 
differences for both the earlier and later drives. The Controller/Power PCA, 
part number 09133-69520, date code 2513 and later has the new E-PROM. 

09114-69511 E-PROMs PN E-PROMs PN 

Drive Date Code 09133-89105 and 09133-89205 09133-89106 and 09133-89206 

and earlier and later 

2418 and 2432 Will pass Service Format Test Will pass Service Format 

on good unit Test on good unit 

2513 and 2514 May not complete Service Format Will pass Service Format 

Test.(All tracks may not be Test on good unit 

formatted) 

Warranty: As no customer operations are affected, no warranty or F.S.I. action 
is required. All other operations are unaffected. 

KK/tm 5/9/85 - 5800 

9320-4766 (1/831 
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FOR MORE INFORMATION. CALL VOUR LOCAL HP SALES OR SERVICE OFFICE or East (201) 265-5000 • Midwest (312) 255-9800 • South (404) 955 1500 • West 
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9133D-10 


SERVICE NOTE 

Supersedes: supersedes I 


9133D 

Any Serial Number 
09133-69104 


Loose Screws on Drive Mech Assembly 


Problem: 

Some drive mechanisms shipped with the above products could have mounting 
screws that are loose or could come loose during shipping. 

These mounting screws attach the winchester casting to the winchester 
chassis. These three screws have rubber washers under them and are located 
under the drive electronics board on the drive mech assembly. 

Symptom: 

One sympton associated with the screws comimg loose or falling off completely 
is loud vibrating noises coming from the drive mech.Other failures include 
the fault LEO light staying on or the inability to access the drive by a host. 
These symptoms are normally caused by the screw or screws falling off and short- 
ting the drive electronics board on the drive mechanism assembly. 

Solution: 

Replace the drive mechanism PN 09133-69104. 

Drive mechanisms should be inspected before using as Field Service Inventory. 


RP/tm 4/18/85 - 5800 


APPLIES TO: 

All Units ft 

Only Units on Agreement D 

PERFORM: 

Immediately o 

On Failure 3D 


At PM/Normai Call O 

Information Only □ 

WARRANTY: 

EXTENDED 

NORMAL 

NONE 

LABOR: 


X 


PARTS: 


X 


TRAVEL 


X 


SERVICE 

Return for update □ 

Use as is □ 

INVENTORY 

Return for salvage o 

See text ft 

[warranty EXTENDED UNTIL 

NA 
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9133D-11 


SERVICE NOTE 


Supersedes: 


SUPERSEDES 


tfrua ttt 

POVOMt 


9133D 

3 1/2 Inch Double Sided 
Floppy Disc Drives 

New Shipping Disc 


ARUnd»>b 

kMMduMr o 

On Farfum O 


Only U wtt on A gr wtrnmrrt Q 
Al PM/Normai Ca« a 
Inlormation Only if 


WARRANTY: EXTENOEP 
LABOR: 

PARTS: 

TRAVEL: 


NORMAL 


SERVICE 

INVENTORY 


Return for update O 
Return for —htmge a 


Items* □ 
See text X 


I WARRANTY EXTENDED UNTIL: 


Situation: 

The 3 1/2 Inch double sided disc drive PN 09114-69511 has been changed 
by Sony to Improve performance and reliability from a -10 drive to a -11 drive. 
The new date codes on these drives will be 2513 or 2514. The older date codes 
on these drives were 2418 or 2432. The newer drives have a plastic shipping disc 
that has been designed especially for these newer drives, but Is backward 
compatable with the older drives. All the double sided drives are now being 
shipped with the new plastic shipping disc. The older cardboard shipping disc PN 
1535-4881 can be used with both the newer and older drives. The new plastic 
shipping disc will also have part number 1535-4881. The old cardboard shipping 
disc does not eject as smoothly as the new plastic disc in the new drives, but 
careful handling when removing the disc from the drive will not damage the 
drive. 

Implementation: 

CPC will use up all old cardboard shipping discs. No action on FSI because 
the old cardboard shipping discs can used on either drive. Use up all 
FSI before using new shipping discs. 


RP/tm 
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9133D-12 


SERVICE NOTE 


9133D 


3 1/2 In Double Sided Floppy Disc 
Drive 


Serial number. 

All 


Top Head Damge of the Drive 
Hechauls* HP part nunber 09114-69511. 


Situation: 

Top head damge is occuring on the Sony drive mechanism (09114-69511) used in 
this unit. This top head damage could cause: 1. Scratching of media. 2. Failing 
self tests. 3. Not being able to read or write data on media. 4. Intermittent 
failures. 


Cause: 

The new plastic shipping disc. HP part number 1535-4881. used in this drive may 
become partially ejected, due to shock of shipment When the shipping disc becom¬ 
es ejected without first pressing the eject button, the cassette up assembly is 
still in the head load position. Since the heads are then loaded incorrectly on 
the shipping disc, vibration and shock can easily damage the heads. Other damage 
could occur if the customer perceives that the shipping disc, although slightly 
ejected, is ready to install or remove from the drive. When the disc or media is 
installed or ejected without first pressing the eject button to unload the heads, 
head damage can occur. This damage may be either loosening of the top head caus¬ 
ing failures at a later date or tearing out the top head completely causing a 
DGA 

It is also possible for media to become partially ejected from the mechanism 
due to shock and vibration. The same cautions regarding removal and insertion of 
partially ejected shipping discs also applies to media. 
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Supersedes: 


APPUES TO: 

AM Units ■ 
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OnFadure o 
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WARRANTY: 

EXTENDED 

NORMAL 
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LABOR: 

PARTS: 

TRAVEL.- 


X 

X 

X 


INVENTORY 

Return for update □ 
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9133D-12 


Solution: 

1. If the drive is moved or shipped, customers should install a rubber wedge into 
the drive above the shipping disc to prevent the shipping disc from ejecting. 
The HP part number of the rubber wedge is 9223-0648. 


2. Educate customers regarding removing and installing the shipping disc or media 
into the drive without first depressing the eject button. New products will 
contain an instruction sheet explaining the situation. The part number of the 
instruction sheet is 09114-90036. 

FSI: All 09114-69511 drives shipped from CSR and CSE will have the rubber wedge 
and instruction sheet with the drive. All drives in FSI should have the rub¬ 
ber wedge installed immediately. Any drives received in FSI with the ship¬ 
ping disc ejected should be returned to CSR or CSE. No drive mechanisms 
should be shipped without the rubber wedge. 
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9133D-13 


SERVICE NOTE 


9133D 


Disc Drive 


Serial number 
All 

Controller PCA Part Number 
09133-69520 Changed to 09133-69530 


Situation: 

Controller PCA Part Number 09133-69520 is being changed to 09133-69530. The 
part number change is being made to identify boards that have been updated to 
correct a problem when the PCA is used in the 9133L. Reference Service Note 
9133L-1 for description of symptom. While the symptoms described do not affect 
the 9133D, this assembly is also used for 9133D repair and new part number 
09133-69530 should be used when ordering replacement assemblies. 

Solution: 

Controller PCA part number 09133-69530 will have EPROM’s part number 
09133-89108/208 or higher. F.S.I. of Controller PCA PN 09133-69520 needs to be 
upgraded to 09133-69530. This upgrade will be performed in the field and affects 
F.S.I. ONLY. Firmware Upgrade Kit PN 09133-89902 is set up at CPC to allow field 
upgrade of F.S.I of controller PCA PN 09133-69520. The kit includes EPROMs PN 
09133-89108/89208, upgrade instructions and part number label to indicate the new 
Controller PCA part number. All F.S.I should be checked and upgraded if necessary 
to ensure the firmware is part number 09133-89108/208 or higher. 

Warranty: 

Greeley Division will accept 0.25 hours labor and material cost for the 
firmware upgrade kit, PN09133-89902, to perform upgrade of F.S.I. No installed base 
action is required. The cost of the parts and the anticipated inventory at each site does not justify 
returning EPROMs replaced per this service note for reprogramming. Scrap any parts locally. 
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Supersedes: None 


APPLIES TO: 

AN UntU m 

Only Units on Agreement Q 

PERFORM: ** 

Immediately O 

At PM/NormaJ Call □ 

On Failure o 

Information Only □ 

WARRANTY: 

EXTENDED 

NORMAL 
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PARTS: 

TRAVEL: 

X 


X 

SERVICE 

Return for update O 

Use as is D 

INVENTORY 
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See text • 
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9133D-14 


SERVICE NOTE 


9133D 

Disc Drive 

Serial number: 

2513A and above 

Noisy Hard Disc HP part number 
09133-69106. 


Situation: 

Customer complaints about noisy 20 Mbyte hard disc HP exchange part number 
09133-69106. This noise only affects the 20 Mbyte drive in the 9133D unit. The 
15 Mbyte drives. HP exchange part number 09133-69104 are not affected. 

Cause: 

The spindle motor of the hard disc was found, in some small cases, to be noisy. 
An improvement has been made to the spindle motor to prevent this noise from 
occurring. 

Solution: 

If a customer complains about the noise of the 20 Mbyte hard disc, replace the 
disc with part number 09133-69206. This new exchange part number has been tested 
for noise or has the new spindle motor installed. 

All FSI of 09133-69106 hard disc drives should be purged and replaced with part 
number 09133-69206. 

Warranty: 

Greeley will accept 1/2 hour labor and part number 09133-69206 replaced due to 
customer complaint of noise. Do not replace drive if not noisy. 
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9133D-15 


SERVICE NOTE 


9133D 


Disc Drive 


SeriaH number. 
Ail 


Controller PCA Jumper Revision 


Situation: 

There continues to be confusion in setting the jumpers on the 09133-69540 PCA 
when replacing a defective PCA. This results in field confusion and NTF's on as¬ 
semblies returned to SMR/CSG. This mainly occurs when the replacement PCA is a 
different revision PC board than the original assembly. 

Solution: 

The position of configuration jumper 6 (D/H) is determined by the PCA revision 
only. Controller PCA’s with electrical revision date code 2520A or higher will 
have the connector for jumper 6 removed and a soldered jumper installed. 

Warranty: 

This change does not affect FSI or installed base. No extended warranty or FS1 up¬ 
grade is authorized by this service note. Controller assemblies will be updated during normal 
repair at SMR/CSG. 
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Supersedes: None 


APPLIES TO: 

All Units: X 

Only 
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WARRANTY: 

EXTENDED 

NORMAL NONE 
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X 

PARTS: 



X 
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X 
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See Text: 
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9133D-16 


SERVICE NOTE 


9133D 

15 Mbyte Hard Disc - 3 1/2 Inch 

Floppy Disc 

Serial number: Approximately 2513A33600 
to 2513A33900 

Floppy Disc problems ONLY when using 
9817A Host Controller. 



Supersedes 

N/A 

APPLIES TO: 

All Units: X 

Only Units on Agreement: 

PERFORM 

Invnediate 1 y: 

On Failure: X 

At PM/Normal Call 
Information Only: 


WARRANTY: EXTENDEO NORMAL NONE 

LABOR: X 

PARTS: X 

TRAVEL: X 


SERVICE 

Return for Update: 

Use as is:X 

INVENTORY: 

Return for Salvage: 

See Text : 


Jan 1, 1988 


WARRANTY EXTENDED 

UNTIL: 



Problem Symptoms: 

ONLY when using a 9817A computer as a host, ONLY on the floppy disc mechanism: 

1. Cannot boot-up 

2. Read errors 

3. Cannot initialize 

Cause: 

A ground strap was removed on the products shipped from August 1986 through 
November 1986. Removing the ground strap caused noise to appear on the floppy 
disc read channel ONLY when the product was used with a 9817A Computer. 

Solution: 

If any of the above symptoms occur, install a ground strap (09133-61620) between 
the hard disc bracket and the chassis. Use screw (2360-0113) to install one side 
of the ground strap to the bracket, remove screw (0515-1085) on the chassis and 
install the other side of the ground strap under the screw and tighten. Refer to 
page 5-2 in the 9133/34, D, H & L service manual part number 5957-6571, for a 
pictorial drawing 

Warranty: 

GLD will pay for 1/2 hour labor and parts (09133-61620 & 2360-01 13) to install 
the ground strap and screw if any of the above symptoms occur using a 9817A 
Computer. Both parts are available at CPE or CPC. 


RP 

12-4-86 
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9133D-17 


SERVICE NOTE 


Supersedes 


9133D 

Winchester\3 1/2 Floppy Disc Drive 

Serial number: 

All 

New shipping disc 


APPLIES TO: 


ft 11 Units: X 

Immediate 1y: 
On FaiJure: 


Only Unils on ftqreement: 


ftt PM/Normal Call: 
Information On]y:X 


WARRANTY: 

EXTENDED 

noftial 


NONE 

LAB OP: 




X 

PftRTS: 




X 

TRftVEL: 




X 

SERVICE 

Return 

for Update: 

Use 

as is : 

INVENTORY: 

Return 

for Salvage: 

See 

Text :X 

WARRANTY EXTENDED 

UNTIL; 

N/ft 




Situation: 

There is a new improved shipping disc available for the 3 1/2 Inch floppy disc 
drives. This new shipping disc has a disc lock attached to the plastic shipping 
disc which eliminates the need for the rubber wedge (9223-0648) required on the 
old shipping disc (1535-4881). 

Solution: 

All products will ship with the new shipping discs starting approximately Mar 
1,1987. The new shipping disc will have part number 1150-1786 and will be avail¬ 
able approximately Mar 1, 1987 from CPC and PCE. The old discs and wedges will be 
available until the stock is depleted. There will be NO upgrade, users must pur¬ 
chase the new shipping discs if needed 


RP 

2-25-87 
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9133D-18 


SERVICE NOTE 


9133D 

Disc Drive 
Serial number. 


Controller PCA PN 09133-69540 Changes 
to 09133-69550 


Situation: 

Some 9133D Disc Drives with revision C Controller PCA's (PN09133-69540) can in¬ 
correctly report "recoverable” data errors. This situation does not affect trans¬ 
fer rate and is transparent to the user in most cases as these errors are not 
reported to the user. The System 1000 is the only host which reports recoverable 
(soft) data errors to the user. While no data is affected, this is perceived by 
System 1000 users as a performance problem. The problem only affects some revi¬ 
sion C controllers. 

Solution: 

A firmware revision on controller PCA 09133-69550 corrects this situation. The 
change allows one free retry before setting status information indicating a 
recoverable data error. An upgrade kit PN09133-89904 is set up at CPC/PCE to al¬ 
low field upgrade of Controller PCA PN09133-69540. The kit includes EPROM’s 
PN09133-89110 and 09133-89210. an instruction sheet and a PN09133-69550 label to 
identify upgraded assemblies. Inspect and upgrade all Field Service inventory of 
controller PCA PN09133-69540. 

This firmware change will not have any real affect on drive performance. No 
hard data errors will be corrected as a result of this change and no performance 
enhancement will occur. The change should be performed on a customer unit only 
when a System 1000 user perceives the reporting of "recoverable" data errors as a 
problem in their application. 

Other systems should not have this firmware upgrade performed as no problems 
will be corrected as a result of the change. 

Warranty: 

KK 

03/30/87 
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91330-18 


Greeley Division will accept O.S hours of labor and the cost of the upgrade kit 
PN09133-89904 to perform F.S.I. upgrade of Controller PCA PN09J33-69540. 

On 1000 Systems, "only when a customer complains of excessive recoverable data 
errors”, Greeley Division will accept 1 hour of labor and the cost of the upgrade 
kit, PN09133-89904, to perform the upgrade. Travel is only allowed if the 9133D 
was ordered as Option W03 and under warranty or if the customer has an on-site 
maintenance agreement. 


KK 

03 / 30/87 


2 of 2 

FOR MO»?E INFORMATION, CALL YOUR LOCAL HR SALES OR SERVICE OFFICE or East (201) 265-5000, Midwest (312) 255-9800, South 
(404) 955-1500, Uest (213) 970-7500 or (415) 968-9200 OR URITE.Hewlett-Packard.1820 Embarcadero, Palo Alto, California 
IN EUROPE. CALL YOUR LOCAL HP SALES or SERVICE OFFICE OR URITE , Hewlett-Packard S.A.,7,rue du Bois-du-Lan,P.0. Box, 
CH-1217 Meyrin 2-Geneva.Switzerland. IN JAPAN, Yokogawa-Hewlett-Packard Ltd., 1-27-15, Yabe Sagamihara City, 
kanagawa Prefecture, Japan 229. 


tom 





MODELS AFFECTED: 

9133D/H/L 

9134D/H/L 

PARTS AFFECTED: 
CONTROLLER PCA CHANGES FROM 
09133-69550 TO 09133-69560 

DRIVE SERIAL PREFIX: 
ALL 


S133D-19 9134D-12 

9133H-14 9134H-7 



9133L-9 

9134L-9 

S E 

R V 1 C 

E 

NOT 


Supersedes: 

None 

APPLIES TO: 

All Units DC 

Only Untls on Agreement □ 

PERFORM: 

Immediately O 

On Failure M 


At PM/Normal Call 20 
Inlcwmatron Only □ 

WARRANTY: 

EXTENDED NORMAL 

NONE 

LABOR: 



X 

PARTS: 



X 

TRAVEL: 



X 

SERVICE 

Return for update O 

Use as is □ 

INVENTORY 

Return for salvage o 

See text JQ 

1 WARRANTY EXTENDED UNTIL: 

N / 

A 


TITLE: 9133/34D/H/L FIRMWARE UPDATE 


PROBLEM: Some 9133L drives have intermittently failed during a 

back up operation to a 914X tape drive due to 

"UNRECOVERABLE DATA ERRORS". A firmware defect causes 
the problem. There is NO corruption of the customer’s 
data. The problem occurs when a data pointer that should 
point to a good sector is incorrectly set to point to a 
sector which has been spared out. This defect has only 
been seen with 9133L drives but can occur on any 

913XD/H/L drive. The problem has also been seen on a HP 
9000 series 310 which was loading large programs. 

SOLUTION: The firmware on the controller PCA was changed to correct 
the defect. The old EPROMs (09133-89110 and 09133-89210) 
have been replaced with new EPROMs (09133-89111 and 

09133-89211). 

ACTION: The new EPROMs are being put into all SMR exchange 
controller PCAs. The part number for the board will 
change from 09133-69550 to 09133-69560. A new firmware 
upgrade kit PN 09133-89905 is now available to allow 
field upgrade of Controller PCA 09133-69550 to 
09133-69560. The kit includes the new EPROMS, a label to 
change the PCA part number, and instructions. In 

addition to upgrading all your current stock of 

Controller PCAs, upgrade all 913XD/H/L disc drives when 
they come in for repair regardless of the initial problem. 


FW/ss 2/88-48 
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9133H-1 


SERVICE NOTE 


9133H Disc Drive 
09114-69511 

3.5 Inch Drive Mechanism 
(All Prefix 2512A and later) 


Situation: 

Starting with Serial Number prefix 2512A, a new 3.5 Inch Drive (PN09114-69511) 
is being used in the 9133H. The new drive has a different Drive Electronics 
PCA (Fewer components) and Cassette-Up Assembly. The new drive will be used 
interchangeably with the existing 3.5 Inch Drive, therefore it will be stocked 
with the same exchange part number and no FSI action is required. 

Cause: The drive Is being changed to reduce cost and improve reliability. 

The new drive has fewer parts to increase reliability. 

Warranty: Both drives will be used interchangeably using exchange part 
number 09114-69511. No F.S.I or warranty action is required. 


KK/tm 4/9/85 - 5800 
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9133H-2 


_ SERVICE NOTE 

Sapmedcs HOME suhrum s 

9133H 
Disc Drive 

09133-69520 Firanre Chuge 
Floppy/Hard Disc Board 
(All Prefix 2S12A aad later) 

Potential Service Test Fallore 


Sjpptoa: The latest 3 1/2-loch Drive aechanisa. part nunber 09114-69511 date 
codes 2513 aad 2514, when la products with the older E-PROHs, part timbers 
09133-89105 aad 09133-89205 aad earlier, does not perforo the jumper-initiated 
Floppy Foraat test correctly. 

Due to tlaiag differences between the new drive and controllers with older 
tinware, step coanands aay not all be perforaed by the drive during the 
Service Foraat Test. When this occurs, all tracks will not be foraatted. The 
test will not indicate a failure as no read operation is done during the test. 

A failure will not occur until a read or write operation is atteapted. The 
failure occurs on the juaper-lnitiated Floppy Foraat Test (Test 12) ONLY. 

Do other tests or functions are effected. 

Solution: Dew E-PROHs, part nuabers 09133-89106 and 09133-89206 correct timing 
differences for both the earlier and later drives. The Controller/Power PCA, 
part number 09133-69520, date code 2513 and later has the new E-PROM. 

09114-69511 E-PROHs PD E-PROMs PN 

Drive Date Code 09133-89105 and 09133-89205 09133-89106 and 09133-89206 

and earlier and later 

2418 and 2432 Hill pass Service Foraat Test Mill pass Service Format 

on good unit Test on good unit 

2513 and 2514 May not complete Service Foraat Mill pass Service Format 

Test.(All tracks aay not be Test on good unit 

foraatted) 

Harranty: As no customer operations are affected, no warranty or F.S.l. action 
is required. All other operations are unaffected. 

KK/ta 5/9/85 - 5800 
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9133H-3 


SERVICE NOTE 

Supersede*: supersedes 1 


9133H 

3 1/2 Inch Double Sided 
Floppy Disc Drives 

New Shipping Disc 


Situation: 

The 3 1/2 inch double sided disc drive PN 09114-69511 has been changed 
by Sony to Improve performance and reliability from a -10 drive to a -11 drive. 
The new date codes on these drives will be 2513 or 2514. The older date codes 
on these drives were 2418 or 2432. The newer drives have a plastic shipping disc 
that has been designed especially for these newer drives, but Is backward 
compatable with the older drives. All the double si led drives are now being 
shipped with the new plastic shipping disc. The o1<! r cardboard shipping disc PN 
1535-4881 can be used with both the newer and oldei drives. The new plastic 
shipping disc will also have part number 1535-4881. The old cardboard shipping 
disc does not eject as smoothly as the new plastic disc in the new drives, but 
careful handling when removing the disc from the drive will not damage the 
drive. 

Implementation: 

CPC will use up all old cardboard shipping discs. No action on FSI because 
the old cardboard shipping discs can used on either drive. Use up all 
FSI before using new shipping discs. 


RP/tm 06/20/85 - 5800 
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APPLIES TO: 

A* Unit* (X 

Only Units on Agreement o | 

PERFORM: 

immeOatety O 


At PM/Normal Call □ 

On Fedure O 


Information Only K 

WARRANTY: 

EXTENDED 

NORMAL 

NONE 

LABOR: 



X 

PARTS: 



X 

TRAVEL: 



X 

SERVICE 

Return for update 0 

Use as is D 

INVENTORY 

Return for salvage q 

Sac text 8 

1 WARRANTY EXTENDED UNTIL j 


FOR MORE INFORMATION. CALL. YOUR LOCAL HP SALES OR SERVICE OFFICE or Ernst (201) 265-6000 • Midmost (312) 255*800 • South (404) 955-1500 • West 
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-133H-4 


SERVICE NOTE 


9133H 


9133H DISC DRIVE 


Serial number 
ALL 


CONTROLLER PCA JUMPERING 


Situation: 

The 09133-69520 Controller PCA which Is used In the 9133D. 9I33H, 9134D. and 
9134H may be a board which has *09133-66510 Rev B* or *09133-66510 Rev C* etched 
on the board. Jumpers JMP3-JMP6 must be configured properly for the product in 
which it is installed. Please note that the correct Jumper configuration is 
determined by the product in which it is installed and the revision letter on the PC as¬ 
sembly. 

Solution: 

Set JMP3-JMP6 as shown in the figure on the next page to assure that the jumper¬ 
ing is correct for the product in which the controller PCA is installed. Also 
note that JMP2 will have to be changed when a controller PCA is installed if the 
disc drive is option 001. 


Supersedes: NONE 


APPLIES TO: 

All Unlit: X Only Unlit on Agreement: 

PERF0RH: 

Immediately: Al Pn/Norme 1 Call: 

On Failure: Informalion Only:& 

UARRANTY: 

EXTEfCCO NORHAL 

toe 

LABOR: 


X 

PARTS: 


X 

TRAVEL: 


X 

SERVICE 

INVENTORY: 

Rotwrn for Update: 

Return for Salvage: 

Ute at lt:& 

See Text: 

VARRANTY EXTBCEO UNTIL: ^ 


LSM 

06/20/a5 
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Product 

S/N Prefix Rev 

JMP3-JMP6 

Required Firmwore 

9133D 

2419A/2511A 

B 

EFCH 

Any 09133-8910X/-8920X 

91330 

2419A/2511A 

C 

EFCD 

09133-89105/-89205 ond obove 

91330 

2S13A and above 

B 

ABCH 

09133-8910S/-89205 and obove 

91330 

2513A and obove 

C 

ABCO 

09133-89105/-89205 ond obove 

91340 

2425A 

B 

EFCH 

Any 09133-8910X/-8920X 

91340 

242SA 

C 

EFGD 

09133-89105/-89205 ond above 

91340 

2S14A and obove 

B 

ABCH 

09133-89105/-89205 ond obove 

91340 

2S14A ond above 

C 

ABCO 

09133-89105/-89205 ond obove 

9133H 

ALL 

B 

AFCH 

09133-89105/-89205 ond obove 

9133H 

ALL 

C 

AFCO 

09133-89105/-89205 ond obove 

9134H 

ALL 

B 

AFCH 

09133-89105/-89203 ond obove 

9134H 

ALL 

C 

AFCO 

09133-89105/-89205 ond obove 


NOTE: JMP2 is shown in the position for stondord product 
OptlonOOl will hove JMP2 In IK position. 
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9133H-5 


SERVICE NOTE 


9I33H 


3 1/2 In Double Sided Floppy Disc 
Drive 


Serial number: 
All 


Top Head Daaage of the Drive 
Mechanism HP part umber 09114-69511. 


Situation: 

Top head daaage is occuring on the Sony drive mechanism (09114-69511) used in 
this unit. This top head daaage could cause: 1. Scratching of media. 2. Failing 
self tests. 3. Not being able to read or write data on aedia. 4. Internit tent 
failures. 


Cause: 

The new plastic shipping disc, HP part nunber 1535-4881, used in this drive may 
become partially ejected, due to shock of shipment. When the shipping disc becom¬ 
es ejected without first pressing the eject button, the cassette up assembly is 
still in the head load position. Since the heads are then loaded incorrectly on 
the shipping disc, vibration and shock can easily damage the heads. Other damage 
could occur if the custoaier perceives that the shipping disc, although slightly 
ejected, is ready to install or remove from the drive. When the disc or media is 
installed or ejected without first pressing the eject button to unload the heads, 
head damage can occur. This damage may be either loosening of the top head caus¬ 
ing failures at a later date or tearing out the top head completely causing a 
DOA 

It is also possible for media to become partially ejected from the mechanism 
due to shock and vibration. The same cautions regarding removal and insertion of 
partially ejected shipping discs also applies to media. 

RP 

9-23-85 


Supersedes. 


MWES TO: 

MUnhS 

OnfyUntsonAgnemcrf o] 


»■■■* Cf 


Al PtA/ftiomuf Cal O 
Information Only m 

KHKMM: 

OnfaWc a 


WARRANTY 

EXTENDED 

NORMAL 

NONE 

LABOR: 


X 


PARTS: 


X 


TRAVEL: 


X 


SERVICE 

Return for update □ 

Uvoan 

BMENTOIIY 

totem 

torttoy a 

See text m 

[warranty extended untl 

N/A 
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9133H-5 


Solution: 

1. If the drive is Moved or shipped, customers should install a rubber wedge into 
the drive above the shipping disc to prevent the shipping disc from ejecting. 
The HP part number of the rubber wedge is 9223-0648. 


2. Educate customers regarding removing and installing the shipping disc or media 
into the drive without first depressing the eject button. New products will 
contain an instruction sheet explaining the situation. The part number of the 
instruction sheet is 09114-90036. 

FSI: All 09114-69511 drives shipped from CSR and CSE will have the rubber wedge 
and instruction sheet with the drive. All drives in FSI should have the rub¬ 
ber wedge installed immediately. Any drives received in FSI with the ship¬ 
ping disc ejected should be returned to CSR or CSE. No drive mechanisms 
should be shipped without the rubber wedge. 
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0133H-6 


SERVICE NOTE 


Supersedes None 


9133H 


Disc Drive 


APPLIES TO: 


OH JnjT* V 


PERFOBfl: M On fulufe: 


Only Units on Agreement : 

At PH/Norm* 1 Call: 
Information Only: 


Serial number 
All 

Controller PCA Part Number 
09133-69520 Changed to 09133-69530 


SEPWCE 

INVENTORY: 


loturo for Update: 
Ret am for Salvage: 


Use as Is: 
See T«xt:£ 


UMRANTY EXTEMED UNTIL: 


** See Text 


Situation: 

Controller PCA Part Nunber 09133-69520 is being changed to 09133-69530. The 
part nunber change is being nade to identify boards that have been updated to 
correct a problen when the PCA is used in the 9133L. Reference Service Note 
9133L-1 for description of symptom While the symptoms described do not affect 
the 9133H. this assembly is also used for 9133H repair and new part number 
09133-69530 should be used when ordering replacement assemblies. 

Solution: 

Controller PCA part number 09133-69530 will have EPROM's part number 
09133-89108/208 or higher. F.S.l. of Controller PCA PN 09133-69520 needs to be 
upgraded to 09133-69530. This upgrade will be performed in the field and affects 
F.S.l. ONLY. Firmware Upgrade Kit PN 09133-89902 is set up at CPC to allow field 
upgrade of F.S.l of controller PCA PN 09133-69520. The kit includes EPROMs PN 
09133-89108/89208. upgrade instructions and part number label to indicate the new 
Controller PCA part number. All F.S.l should be checked and upgraded if necessary 
to ensure the firmware is part number 09133-89108/208 or higher. 

Warranty: 

Greeley Division will accept 0.25 hours labor and material cost for the 
firmware upgrade kit. PN09133-89902, to perform upgrade of F.S.l. No installed base 
action is required. The cost of the parts and the anticipated inventory at each site does not justify 
returning EPROMs replaced per this service note for reprogramming. Scrap any parts locally. 
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10/30/31 


ff221 HEWLETT 
13SI PACKARD 

FOR TORE INFORMATION, CALL YOUR LOCAL HP SALES OR SERVICE OFFICE or East (201) 265-5000. Midwest (312) 255-9800, South 
t 404) 955-1500, West (213) 970-7500 or (415) 968-9200 OR WRITE.Hewlet t-Packard,1820 EaOarcadero, Palo Alto, California 
IN EUROPE. CALL YOUR LOCAL HP SALES or SERVICE OFFICE OR WRITE, Hewlett-Packard S.A.,7,rue du Bols-du-Lan,P.O. Box, 
CM-1217 Meyrln 2-Geneva.Switzerland. IN JAPAN, Vokogawa-Hewlett-Packard Ltd., 1-27-15, Vabe Sagamihara City, 

Kanagawa Prefecture, Japan 228. 


1983 Hewlett-Packard Company 


1 of 1 






9133H-7 


SERVICE NOTE 


Supersedes: None 


9133H 

Disc Drive 

Serial number: 

All 

Internal self test till not performing 
correctly. 


APPLIES TO: 

All Units: X 

Only Units on Agreement: 

PERFORM. 

Immediately: 

On Failure: 

At Pfl/NormaJ Call: 
Information 0nly:X 

WARRANTY: 

EXTENOEO 

NORMAL NONE 

LABOR: 


X 

PARTS: 


X 

TRAVEL: 


X 


SERVICE 

INVENTORY: 


WARRANTY EXTENDED UNTIL: 


Return for Update: 
Return for Salvage: 


Use os is:X 
See Text: 


Situation: 

When testing the disc drive using internal self test number 11, the yellow front 
panel self test LED. indicates a failure. A failure is indicated on the LED by 
the light remaining lit after the self test is performed. 

Test number 11 checks all sectors on the winchester hard disc for CRC errors. 
This test normally takes 4-5 minutes to run. 

Cause: 

A firmware bug causes the internal self test to fail. This failure will never be 
noticed by a user. This failure will only show up on the 09133-69106 hard disc 
when it is formatted for 20 Mbyte. If the drive is used in a 9133D, formatted at 
15 Mbyte, the test will pass if the drive is good. 

Solution: 

Ignore internal self test number 11 at this time. The next firware change on the 
controller PCA will fix this bug. If there is a suspicion that the drive is bad 
run all of the other self tests and use the subset 80 diagnostic tape HP part 
number 5010-0310. This diagnostic tape has two programs Manual and Oper that have 
the suprogram LCVFY (locate and verify) that is similar to internal self test 
number 11. 


RP 
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R WORE iNrWIION, CALL YOUR LOCAL HP SALES OR SERVICE OFFICE or East (201) 26S-SOOO. Midwest (312) 2S5-9800, South 
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9133H-8 


SERVICE NOTE 


9133H 


Disc Drive 


Serial number: 
all 


Noisy Hard Disc HP part number 
09133-69106. 


Situation: 

Customer complaints about noisy 20 Mbyte hard disc HP exchange part number 
09133-69106. 

Cause: 

The spindle motor of the hard disc was found, in some small cases, to be noisy. 
An improvement has been made to the spindle motor to prevent this noise from 
occurring. 

Solution: 

If a customer complains about the noise of the 20 Mbyte hard disc, replace the 
disc with part number 09133-69206. This new exchange part number has been tested 
for noise or has the new spindle motor installed. 

All FSI of 09133-69106 hard disc drives should be purged and replaced with part 
number 09133-69206. 

Warranty: 

Greeley will accept 1/2 hour labor and part number 09133-69206 replaced due to 
customer complaint of noise. Do not replace drive if not noisy. 


Supersedes: None 


APPLIES 10: 

All Units: X 

Only 

Units on Agreement: 

PERFORM: 

Immediately: 
On Failure: 

X 

At PM/Normal Call: 
Information Only: 

WARRANTY: 

EXTENDED 

NORMAL NONE [ 

LABOR: 

X 



PARTS: 

X 



TRAVEL: 



X 

SERVICE 

INVENTORY: 

Return for Update: 

Return for Salvage: 

X Use as is: 

See Text: 

WARRANTY EXTENDED UNTIL: 

Feb 27 

,1987 


RP 
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9133H-9 


SERVICE NOTE 


9133H 


Disc Drive 


Serial Bomber. 
2621A and Above 


Controller PCA Part Nwnber 
09133-69530 Changed to 09133-69540 


Situation: 

Series 300 computers using the HP286 DOS Coprocessor may require an additional 
volume configuration option to efficiently utilize the storage capacity of the 
9133H. The operating system that controls the Coprocessor uses more memory than 
is currently available with any multiple volume configuration of the 9133H. This 
effectively limits the 9133H to use as operating system storage, with no user 
data storage available. Controller PCA's PN09133-69530 with EPROMs 

09133-89108/208 and lower use configuration switch setting 9 to partition the 20 
MByte drive into 1 single volume. This configuration can be duplicated by setting 
the configuration switch to either position 0 or 1. 

Solution: 

Controller PCA's PN09133-69540 with firmware revision 09133-89109/89209 and 
higher use configuration setting 9 to partition the 9133H into two unequal 
volumes. See the table below for volume sizes. Configurations for 9133D and L 
Disc Drives are not changed. All FSI of PN09133-69530 should be inspected and 
upgraded with EPROMs 09133-89109/89209. A firmware upgrade kit PN09133-89903 is 
set up at CPC/PCE to allow the field to perform this upgrade. The kit includes 
EPROMs PN09133-89109/ 89209. instructions, an owners manual change sheet and a 
09133-69540 part number label. 

09133-69540 Configuration Information for Setting 9 
Number of Volumes: 2 

Capacity/Volume 256 byte Sectors: Volume 0 * 4.68 MBytes 

Volume 1 - 15.20 MBytes 


KK 
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Supersedes: None 


APPLIES TO: 

All Units: £ 

Only 

Units on Agreement: | 

WWW: ** 

Immediately: 


At 

Ptl/Normal Call: 1 

On Failnre: 


Information Only: j 

MMBANTY: 

EX1EWED 

NORMAL 

NONE 

LABOR: 

See Text 




MTS: 

See Text 




TRAVEL: 




X 

SERVICE 

Return for Update: 


Use as is: 

INVENTORY: 

Return for 

Salvage: 


See Text:X 

| WARRANTY EXTENDED UNTIL: 

MO 




** See Text 
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9133H-9 


Capacity/Volwae 1 KByte Sectors: Volime 0 « 5 20 MBytes 

Volime 1 - 17 03 MBytes 


Warranty: 

Greeley Division will accept • 25 hours labor and material cost for the 
lirnware upgrade kit. FHD9133-B9903 to perform upgrade of F S I No installed base 
action is required Upgrade of installed base will be at the request of the customer and will be bil¬ 
led to the customer. The cost of the parts and the anticipated inventory at each site does not jus¬ 
tify returning EPROMs replaced per this service note for reprogramming. Scrap any parts locally 


KK 
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9133H-K) 


SERVICE NOTE 


Supersedes: None 



Situation: 

There continues to be confusion in setting the lingers on the 09133-69540 PCA 
when replacing a defective PCA. This results in field confusion and NTF's on as- 
seublies returned to SMl/CSG. This mainly occurs When the replaceaent PCA is a 
different revision PC board than the original assembly. 

Solution: 

The position of configuration Juuper 6 (D/H) is determined by the PCA revision 
only. Controller PCA's with electrical revision date code 2520A or higher will 
have the connector for Juuper 6 removed and a soldered Jumper installed. 

Warranty: 

This change does not affect FSI or installed base. No extended warranty or FS1 up¬ 
grade is authorised by this service note. Controller assemblies will be updated during normal 
repair at SMR/CSG. 
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9133H-11 


SERVICE NOTE 


9133H 


20 Mbyte Hard Disc - 3 1/2 Inch 

Floppy Disc 

Serial number: 

Approximately 2621A36270 to 

2621A42000 

Floppy Disc problems ONLY when using 
9817A Host Controller. 


Problem Symptoms: 

ONLY when using a 9817A computer as a host. ONLY on the floppy disc mechanism 

1. Cannot boot-up 

2. Read errors 

3. Cannot initialize. 

Cause: 

A ground strap teas removed on the products shipped from August 1986 through 
November 1986. Removing the ground strap caused noise to appear on the floppy 
disc read channel ONLY when the product teas used with a 9817A Computer. 

Solution: 

If any of the above symptoms occur, install a ground strap (09133-61620) between 
the hard disc bracket and the chassis. Use screw (2360-0113) to install one side 
of the ground strap to the bracket, remove screw (0515-1085) on the chassis and 
install the other side of the ground strap under the screw and tighten Refer to 
page 5-2 in the 9133/34. D. H A L service manual part number 5957-6571. for a 
pictorial drawing. 

Warranty: 

GLD will pay for 1/2 hour labor and parts (09133-61620 A 2360-0113) to install 
the ground strap and screw if any of the above symptoms occur using a 9817A 
Computer. Both parts are available at CPE or CPC 


RP 

12-4-86 


Supersedes: N/A 


APPLIES IO: 

All Units: X 

Only Units on Agreement 

PERFORI: 

Immediately: 

On Failure: X 

At PH/Normal Call: 
Information Only: 

IMMNTV: 

EXTENDED 

m 

WML MK 

LABOR: 


X 


PARTS: 


X 


TRAVEL: 



X 

SERVICE 

Return for 

Update: 

Use as is x 

DWENTORY: 

Return for Salvage: 

See Text: 

| WARRANTY EXTENDED UNTIL: 

Jan 1, 

1988 
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9133H-12 


SERVICE NOTE 


9133H 


Supersedes: None 

APPLIES TO: 

All Units: X Only Units on Agreement 

Disc Drive 

PERFORM: 

Immediately: At Plt/Normal Call 

On failure: 1* Infornation Only: 


UMHMMTY: 

EXTBCED M0RIWL NK 

Serial aanber 

LABOR: 

X 

All 

PARTS: 

X 


TRAVEL: 

See Tent 

Controller PCA PN 09133-69540 Changes 

SERVICE 

Return for Update: Use as is: 

to 09133-69550 

INVENTORY: 

Return for Salvage: See Te*t:X 


UMRMfTY EXTENDED UNTIL: 12/01/87 


Situation: 

Some 9133H Disc Drives with revision C Controller PCA’s (PN09133-69540) can in¬ 
correctly report "recoverable" data errors. This situation does not affect trans¬ 
fer rate and is transparent to the user in Most cases as these errors are not 
reported to the user. The System 1000 is the only host which reports recoverable 
(soft) data errors to the user. While no data is affected, this is perceived by 
System 1000 users as a performance problem. The problem only affects some revi¬ 
sion C controllers. 

Solution: 

A firmware revision on controller PCA 09133-69550 corrects this situation The 
change allows one free retry before setting status information indicating a 
recoverable data error. An upgrade kit PN09133-89904 is set up at CPC/PCE to al¬ 
low field upgrade of Controller PCA PN09133-69540 The kit includes EPROM s 
PN09133-89110 and 09133-89210. an instruction sheet and a PN09133-69550 label to 
identify upgraded assemblies. Inspect and upgrade all Field Service inventory of 
controller PCA PN09133-69540 

This firmware change will not have any real affect on drive performance No 
hard data errors will be corrected as a result of this change and no performance 
enhancement will occur. The change should be performed on a customer unit only 
when a System 1000 user perceives the reporting of "recoverable” data errors as a 
problem in their application. 

Other systems should not have this firmware upgrade performed as no problems 
will be corrected as a result of the change. 

Warranty: 

KK 
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9133H-12 


Greeley Division will accept 0.5 hours of labor and the cost of the upgrade kit 
PN09133-89904 to perforai F.S.I. upgrade of Controller PCA PN09133-69540. 

On 1000 Systems, "only when a customer complains of excessive recoverable data 
errors". Greeley Division will accept 1 hour of labor and the cost of the upgrade 
kit. PN09133-89904. to perform the upgrade. Travel is only allowed if the 9133H 
was ordered as Option W03 and under warranty or If the customer has an on-site 
maintenance agreement. 


KK 

03 / 28/87 


2 of 2 

roe MORE INFORMATION. CALI VOUR LOCAL HP SALES OR SERVICE OFFICE or E»4T (201) 26S-S000. mdw*M (312) 2SS-9800. Somh 
(404) 955-1500, Jest (213) 970-7S00 or (415) 968-9200 OR UR ITE.Mewlett-Packard,1820 Embarcadero, Palo Olio, California 
IN EUROPE, CALL TOUR LOCAL HP SALES or SERVICE OFFICE OR WRITE, Hewlett-Packard S.A ,7,rue du Boisdw tan,P 0 Bo*. 
CH-1217 tteyrir. 2-Geneva .Switzer land . IN JAPAN, YokogawaHewlet t -Packard Ltd., 1-27-15, Vabe Sagamihara City, 

Kanagawa Prefecture, Japan 229. 



9133H-13 


SERVICE NOTE 


Supersedes 


9133H 


APPLIES 10: 

All Units' X 

Only Units on Agreement : 

Winchester\3 

1/2 Floppy Disc Drive 

PERFORM: 

Inirned lately: 

On Failure: 

At PM/Normal 

I n forma t i-:>r. 

Call: 

On ly : X 



UAPPANTY: 

EXTENDED 

NORMAL 

NONE 

Serial number: 


LABOR: 



X 

All 


PARTS: 



X 



TRAVEL: 



X 

New shipping 

disc 

SERVICE 

Return for 

Update: Use 

as is: 



INVENTORY: 

Return for 

Salvage: See 

Text:X 



WARRANTY EXTENDED UNTIL: 

N/A 



Situation: 

There is a new improved shipping disc available for the 3 1/2 Inch floppy disc 
drives This new shipping disc has a disc lock attached to the plastic shipping 
disc which eliminates the need for the rubber wedge (9223-0648) required on the 
old shipping disc (1535-4881). 

Solution: 

All products will be shipped with the new shipping discs starting approximately 
Mar 1, 1987. The new shipping disc will have part number 1150-1786 and will be 
available approximately Mar 1, 1987 from CPC and PCE. The old discs and wedges 
will be available until the stock is depleted. There will be NO upgrade, users 
must purchase the new shipping discs if needed. 
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913 3D-19 
913311-14 
9133L-9 


9134D-12 
9134H-7 
9134L-9 


SERVICE NOTE 


MODELS AFFECTED: 

9133D/H/I 
9134D/H/L 

PARTS AFFECTEO: 
CONTROLLER PCA CHANGES FROM 
09133 69550 TO 09133-69560 

DRIVE SERIAL PREFIX: 
ALL 


Supersedes 


None 


APPLIES TO: 

AU Units Of 

Only t Hut'S on Agreement {) | 

PERFORM: 

InwnediatMy (1 

On f aAure M 


At PM/lsiormai Catt X) 

Information Only Q 

WARRANTY. 

EXTENDED 

NORMAL 

NONE 

LABOR: 



X 

PARTS; 



X 

TRAVEL: 



X 

SERVICE 

Return for update O 

Use as is o 

INVENTORY 

Return for salvage O 

See text XI 

[WARRANTY EXTENDED UNTIL: 

N / 

A 


TITLE: 9I33/34D/H/L FIRMWARE UPOATE 


PROBLEM: Some 9133L drives have intermittently failed during a 
back up operation to a 914X tape drive due to 
"UNRECOVERABLE DATA ERRORS". A firmware defect causes 
the problem. There is NO corruption of the customer’s 
data. The problem occurs when a data pointer that should 
point to a good sector is incorrectly set to point to a 
sector which has been spared out. This defect has only 
been seen with 9133L drives but can occur on any 
913XD/H/L drive. The problem has also been seen on a HP 
9000 series 310 which was loading large programs. 

SOLUTION: The firmware on the controller PCA was changed to correct 
the defect. The old EPROMs (09133-89110 and 09133-89210) 
have been replaced with new EPROMs (09133-89111 and 
09133 89211). 

AC1I0N: The new EPROMs are being put into all SMR exchange 
controller PCAs. The part number for the board will 
change from 09133-69550 to 09133-69560. A new firmware 
upgrade kit PN 09133-89905 is now available to allow 
field upgrade of Controller PCA 09133-69550 to 
09133 69560. The kit includes the new EPROMS, a label to 
change the PCA part number, and instructions. In 

addition to upgrading all your current stock of 

Controller PCAs, upgrade all 913XD/H/L disc drives when 
they come in for repair regardless of the initial problem. 


FW/ss 


9320 4 766 ( 1 / 83 ) 
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9133L-1 


SERVICE NOTE 


9133L 


Disc Drive 


Serial number 
All 


9I33L Hay Fail Initialization after 
replacement of Controller PCA 
PN09133- 69520 


« See Text 

StantioK 

If a Controller PCA. PN 09133-69520. with EPROMs part numbers 09133-89107 and 
09133-89207 is used as a repair part in a 9133L, the drive aay fail when attempt¬ 
ing to perfona a aedia initialization on the 40 MByte winchester drive. 

This occurs when a host atteapts to perfora a SS/80 level Initiate Diagnostic 
coaaand when the head carriage is in a locked position. Series 200 with Basic 3.0 
perform this coaaand before entering the initialize sequence. This is used to 
deteraine drive functionality. Firaware revision 09133-89107/207 parks the heads 
in the carriage lock position at the conclusion of the power up self test. All 
9133L Disc Drives have been shipped with firmware that does not exhibit this problem. This ser¬ 
vice note affects FAX only. 

Solution: 

Controller PCA PN09133-69530 has firmware that does not park the head after 
power up self test. The head is only parked at power down and will unlock when 
the unit is powered up. A firmware upgrade kit. PN09133-89902. has been set up 
at CPC to allow field upgrade of FSI. The kit includes EPROMS part numbers 
09133-89108/208. upgrade instructions and a part number label to indicate the new 
Controller PCA part number. All FSI of controller PCA PN09133-69520 should be 
checked and upgraded if necessary to ensure the firmware is part number 
09133-89108/208 or higher. 

Warranty: 

Greeley Division will accept 0.25 hours labor and material cost for the 
firmware upgrade kit, PN09133-89902. to perfora the upgrade. No installed base action 
is required. The cost of the parts in the upgrade kit and the anticipated inventory at each site 
does not justify returning old revision EPROM’s for reprogr amming . Scrap any EPROMs replaced 
per this service note locally. 
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9133L-2 


SERVICE NOTE 



Supersedes: 

NONE 


APPLIES TO: 

AM Units ■ 

Only Umts OH Agreement O j 

PERFORM: 

Immediately o 

On Failure o 


At PM/Normal Calf O 

Information Only J| 

WARRANTY: 

EXTENDED 

NORMAL 

NONE 

LABOR: 

PARTS: 

TRAVEL: 



X 

X 

X 

SERVICE 

INVENTORY 

Return for update □ 

Return for salvage □ 

Use as is • 

See text □ 


9133L 

9133L DISC DRIVE 

Serial number 
ALL 

CONTROLLER PCA JUMPERING 


I WARRANTY EXTENDED UNTIL: N / A __ 

Situation; 

The 09133-69530 Controller PCA which is used in the 9133D. 9133H. 9133L, 9134D. 
9134H, and 9134L may be a board which has *09133-66510 Rev B* or *09133-66510 Rev 
C* etched on the board. The correct configuration of JMP3-JMP6 on the 

09133-69530 is determined by the product in which it is installed and the revision 
fetter on the PC assenb/y . 

Solution: 


Set JMP3-JW6 as shown in the figure on the next page to assure that the jumper¬ 
ing is correct for the product in which the controller PCA is installed. 

Note that if the revision letter on a controller PCA which is being replaced is not the same as the 
revision letter on the controller PCA which is being installed, the jumpering on the two PCA’s 
will not be the same. 

Also note that JMP2 will have to be changed when a controller PCA is installed if the disc drive is 
option 001. 
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Product S/N Prefix Rev* JMP3—JMP6 Required Firrmrore 


91330 

2419A/2511A 

B 

EFCH 

Any 09133—891OX/—8920X 


91330 

2419A/2511A 

C 

EFCD 

09133—89105/—89205 ond above 

91330 

25134 end above 

B 

ABCH 

09133—89105/—89205 and obove 

91330 

25134 and above 

C 

A8C0 

09133-89105/—89205 and abov« 

91340 

24254 

B 

EFGH 

Any 09133—8910X/—8920X 


91340 

24254 

C 

EFCD 

09133-89105/-89205 and obove 

91340 

25144 ond above 

B 

ABGH 

09133-89105/-89205 and obove 

91340 

25144 and above 

C 

ABGO 

09133-89105/-89205 ond above 

9133H 

ALL 

B 

AFCH 

09133—89105/—89205 ond above 

9133H 

ALL 

C 

AFCO 

09133-89105/-89205 and 

above 

9134H 

ALL 

B 

AFGH 

09133-89105/-89205 ond 

above 

9134H 

ALL 

C 

AFGO 

09133-89105/-89205 and 

above 

9133L 

ALL 

B 

EBCH 

09133-89108/-89208 ond 

above 

9133L 

ALL 

C 

EBCD 

09133—89108/—89208 ond 

above 

9134L 

ALL 

B 

EBGH 

09133-89108/-89208 ond 

above 

9134L 

ALL 

C 

EBGD 

09133-89108/-89208 and 

obove 


NOTE: JMP2 is shown in the position for o stondord product. 

Option 001 will hove JMP2 in the IK position. 

♦The olpbo chorocter on the electrical dote code label also indicates the PCA revision letter 

LSM 

11/06/85 


2 ol 2 





9133L-3 


SERVICE NOTE 


9133L 


Disc Drive 


Serial number. 
All 


Controller PCA Jumper Revision 


Situation; 

There continues to be confusion in setting the jumpers on the 09133-69540 PCA 
when replacing a defective PCA. This results in field confusion and NTF's on as¬ 
semblies returned to SMR/CSG. This mainly occurs when the replacement PCA is a 
different revision PC board than the original assembly. 

Solution; 

The position of configuration jumper 6 (D/H) is determined by the PCA revision 
only. Controller PCA's with electrical revision date code 2520A or higher will 
have the connector for jumper 6 removed and a soldered jumper installed. 

Warranty; 

This change does not affect FSI or installed base. No extended warranty or FSI up¬ 
grade is authorized by this service note. Controller assemblies will be updated during normal 
repair at SMR/CSG. 
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9133L-4 


SERVICE NOTE 


9133L 


40 Mbyte Hard Disc 


Serial number: 

Serial Number Prefix 2525A 

New Exchange Part Number on the 40 
Mbyte Hard Disc 


Situation: 

Contamination has been found in a significant percentage of failed 09133-69108 
drives. A new process has been developed by the vendor to eliminate this con¬ 
tamination during the assembly of the drive 

Cause: 

The contamination of the drives has been traced to pressure sensitive adhesive 
used in the manufacturing process getting on the head disc assembly and the 
spindle motor. Even though this contamination has been found on a significant 
number of the older drives it has been shown to cause ONLY about a 1-2 % INCREASE 
in the failure rate (which is still below the original estimate of AFR). If a 
failure does occur due to the contamination, the failures do not appear to be re¬ 
lated to temperature or humidity. 

FSI: 

Return all FSI of exchange part 09133-69108 to SMR and CSE for upgrade to 
09133-69208. 

Note: 

No customer action is planned due to the very small failure rate. 
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9133L-5 


SERVICE NOTE 


9133L 


40 Mbyte Hard Disc - 3 1/2 Inch 

Floppy Disc 

Serial number 

Approximately 2623A00850 to 

2623A99494 

Floppy Disc problems ONLY when using 
9817A Host Controller. 


Problem Symptoms: 

ONLY when using a 9817A computer as a host. ONLY on the floppy disc mechanism: 

1. Cannot boot-up 

2. Read errors 

3. Cannot initialize. 

Cause: 

A ground strap was removed on the products shipped from August 1986 through 
November 1986. Removing the ground strap caused noise to appear on the floppy 
disc read channel ONLY when the product was used with a 9817A Computer. 

Solution: 

If any of the above symptoms occur, install a ground strap (09133-61620) between 
the hard disc bracket and the chassis. Use screw (2360-0113) to install one side 
of the ground strap to the bracket, remove screw (0515-1085) on the chassis and 
install the other side of the ground strap under the screw and tighten. Refer to 
page 5-2 in the 9133/34. D. H & L service manual part number 5957-6571. for a 
pictorial drawing. 

Warranty: 

GLD will pay for 1/2 hour labor and parts (09133-61620 & 2360-0113) to install 
the ground strap and screw if any of the above symptoms occur using a 9817A 
Computer. Both parts are available at CPE or CPC. 


Supersedes: N/A 
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X 

SERVICE 
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Return for Update: 
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Use as is:X 

See Text: 
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9133L-6 


SERVICE NOTE 


9133L 

Winchester\3 1/2 Floppy Disc Drive 

Serial number 
All 

New shipping disc 


Situation: 

There is a new improved shipping disc available for the 3 1/2 Inch floppy disc 
drives. This new shipping disc has a disc lock attached to the plastic shipping 
disc which eliminates the need for the rubber wedge (9223-0648) required on the 
old shipping disc (1535-4881). 

Solution: 

All products will ship with the new shipping disc starting approximately Mar 
1,1987. The new shipping disc will have part number 1150-1786 and will be avail¬ 
able approximately Mar 1, 1987 from CPC and PCE. The old discs and wedges will be 
available until the stock is depleted There will be NO upgrade, users must pur¬ 
chase the new shipping discs if needed. 


Supersedes: 
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9133L-7 


SERVICE NOTE 


9133L 


Disc Drive 


Serial number: 
All 


Controller PCA PN 09133-69540 Changes 
to 09133-69550 


Situation: 

Some 9133L Disc Drives with revision C Controller PCA’s (PN09133-69540) can in¬ 
correctly report "recoverable" data errors. This situation does not affect trans¬ 
fer rate and is transparent to the user in most cases as these errors are not 
reported to the user. The System 1000 is the only host which reports recoverable 
(soft) data errors to the user. While no data is affected, this is perceived by 
System 1000 users as a performance problem. The problem only affects some revi¬ 
sion C controllers. 

Solution: 

A firmware revision on controller PCA 09133-69550 corrects this situation. The 
change allows one free retry before setting status information indicating a 
recoverable data error. An upgrade kit PN09133-89904 is set up at CPC/PCE to al¬ 
low field upgrade of Controller PCA PN09133-69540. The kit includes EPROM’s 
PN09133-89110 and 09133-89210, an instruction sheet and a PN09133-69550 label to 
identify upgraded assemblies. Inspect and upgrade all Field Service inventory of 
controller PCA PN09133-69540. 

This firmware change will not have any real affect on drive performance. No 
hard data errors will be corrected as a result of this change and no performance 
enhancement will occur. The change should be performed on a customer unit only 
when a System 1000 user perceives the reporting of "recoverable" data errors as a 
problem in their application. 

Other systems should not have this firmware upgrade performed as no problems 
will be corrected as a result of the change. 

Warranty: 
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9133L-7 


Greeley Division will accept 0.5 hours of labor and the cost of the upgrade kit 
PN09133-89904 to perform F.S.I upgrade of Controller PCA PN09133-69540. 

On 1000 Systems, "only when a customer complains of excessive recoverable data 
errors". Greeley Division will accept 1 hour of labor and the cost of the upgrade 
kit. PN09133-89904. to perform the upgrade. Travel is only allowed if the 9133L 
was ordered as Option W03 and under warranty or if the customer has an on-site 
maintenance agreement. 
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SERVICE NOTE 

Supersedes: 


9134L 

40 Mbyte Hard Disc for Vectra 

Serial Number: 

All 

New Exchange Part Number on the 
40 Mbyte Hard Disc 

Situation: 

Contamination has been found on a small percentage of 09133-69208 (Seagate 
4051) 40 Mbyte hard discs. This contamination normally causes spin up 
problems when the drive has been turned off overnight and then turned on 
again the next morning. 

Cause: 

The contamination of the drives has been traced to cutting oil used on 
early date codes. A new testing procedure has been developed by the vendor 
and SMO/CSE to eliminate this problem. 

Solution: 

Return all FSI of exchange part 09133-69208 to SMO and CSE for upgrade to 
09133-69308. 

Warranty: 

There will be no extended warranty as a result of this service note. 
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9133D-19 9134D-12 

9133H-14 9134H-7 

9133L-9 9134L-9 


SERVICE NOTE 


MODELS AFFECTED: 


9133D/H/L 

9134D/H/L 


PARTS AFFECTED: 
CONTROLLER PCA CHANGES FROM 
09133-69550 TO 09133-69560 


DRIVE SERIAL PREFIX: 
ALL 


TITLE: 9133/34D/H/L FIRMWARE UPDATE 


PROBLEM: Some 9133L drives have intermittently failed during a 
back up operation to a 914X tape drive due to 

"UNRECOVERABLE DATA ERRORS". A firmware defect causes 
the problem. There is NO corruption of the customer’s 
data. The problem occurs when a data pointer that should 
point to a good sector is incorrectly set to point to a 
sector which has been spared out. This defect has only 
been seen with 9133L drives but can occur on any 
913XD/H/L drive. The problem has also been seen on a HP 
9000 series 310 which was loading large programs. 

SOLUTION: The firmware on the controller PCA was changed to correct 
the defect. The old EPROMs (09133-89110 and 09133-89210) 
have been replaced with new EPROMs (09133-89111 and 
09133-89211). 

ACTION: The new EPROMs are being put into all SMR exchange 
controller PCAs. The part number for the board will 
change from 09133-69550 to 09133-69560. A new firmware 
upgrade kit PN 09133-89905 is now available to allow 
field upgrade of Controller PCA 09133-69550 to 
09133-69560. The kit includes the new EPROMS, a label to 
change the PCA part number, and instructions. In 

addition to upgrading all your current stock of 

Controller PCAs, upgrade all 913XD/H/L disc drives when 
they come in for repair regardless of the initial problem 
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